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Why Choose TTI?
Founded in 1971, TTI has steadily grown to become a world leading  
specialist distributor of electronic components. The company was founded 
on the premise that passive component purchasing could be made more 
efficient by offering product specialization, customer-driven service and 
proprietary supply chain solutions.

Global Distribution Centres
Our European headquarters is located just outside of Munich, Germany  
in Maisach-Gernlinden. In total, we have 35.000m² of dedicated warehouse 
space and local sales and technical support in over 40 locations across 
Europe. TTI has more than 120,000m² of automated warehousing in 
North America, Europe and Asia. All are linked into a global warehouse 
management system that provides superior customer service and overall 
business efficiencies. Wherever you are in the world, TTI can support you.

Year after year, customers rate our inventory availability, on-time delivery 
and accuracy among the very best in the industry – contact us today to find 
out what a true specialist has to offer.

Quality and Reliability
TTI is the first distributor to have all global warehouse locations ISO 
registered and certified to ISO 9001 and ISO 14001 Standards. TTI Europe 
is also certified to EN9120/EN9100, IECQ-CECC and ISO/IEC 27001 
Standards. Additionally, all of our European sales branches are ISO 9001 
certified. TTI has one global documentation system that ensures that every 
TTI branch and warehouse in the world follows the same processes.

One of the largest Autostore 
systems in Europe 
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Local Sales and Technical 
Support in over 40 locations 
across EMEA

Global Distribution Centres

120,000m²

of automated warehousing  
in North America,  Europe  
and Asia

European HQ, Munich

35,000m²

of dedicated  
warehouse space
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Defense, Aerospace & Space Defense, Aerospace & Space

Aerospace Maintenance,  
Repair and Overhaul 
(MRO)

The aerospace maintenance, 
repair and overhaul (MRO) 
sector involves fixing any sort 
of mechanical or electrical 
device should it become  
out of order or broken. 

The sector is also known 
as repair, unscheduled or 
casualty maintenance.

Key customer requirements:
• Kits 

Advanced solutions for diverse manufacturing, 
assembly, line feed aftermarket and MRO  
requirements

• Custom kit 
Solutions for vendor, reclaim and surplus stock  
re-utilisation – bespoke built to your specifications

• FSLs 
Forward stock locations supporting your facilities  
with stock where you need it when you need it

• On site kit build 
Immediate kit build capability to maximise  
your inventory 

 –Fast turnaround
 – Items available for A, B, C, D check status
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Value Added Services  
Capabilities
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Qualified Connector Assembly

Mil-Spec Circular Connectors ■ ■ ■ ■

Commercial Series Circular Connectors ■ ■ ■ ■

Mil-Spec Rectangular Connectors ■ ■ ■

Commercial Series Rectangular Connectors ■

Industrial Connectors ■

Value Added Services

Cable & Wire, Cutting & Respooling ■ ■ ■ ■

Pin Header, Cutting ■ ■ ■ ■

Heatshrink Tubing, Cutting ■ ■ ■

De-reeling, Terminals & Contacts ■ ■ ■

Customized Connector Kitting ■ ■ ■ ■ ■ ■ ■ ■ ■

Associated products
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Cable Management – Ties, Splices & Terminators ■ ■ ■ ■ ■ ■

Backshells & Adapters ■ ■ ■ ■ ■ ■ ■

Heat Shrink Moulded Parts ■ ■ ■ ■

Solderless Terminals – insulated/non-insulated ■ ■ ■

Labels, Cable Markers & Printers ■ ■ ■ ■ ■

Protective Caps ■ ■ ■ ■ ■ ■ ■

Tools ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Associated products  
with MIL qualification
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Cable Management – Ties, Splices & Terminators ■ ■ ■ ■

Backshells & Adapters ■ ■ ■ ■

Heat Shrink Moulded Parts ■ ■

Solderless Terminals – insulated/non-insulated ■ ■

Labels, Cable Markers & Printers ■

Protective Caps ■ ■ ■ ■ ■

Your Specialist for Value Added Services

TTI Europe offers complete service solutions tailored to your needs.  
We are a specialist distributor that provides you with supply chain solutions: 
from the start of your design, to prototyping up, to serial production.

TTI Europe’s connector assembly line is QPL approved and all of our lines 
are officially authorised by our suppliers. With the capacity of building more 
than 1 million different variants of connectors and an outstanding stock level 
of components, we can ensure short lead times with a 48-hour turnaround 
without any MOQ, ship to your forecast requirements or simply hold buffer/
safety stock to meet your procurement needs.

A large part of our assembly focus is on the MIL-DTL-38999 Series I & III, 
HE308, VG96912, VG95234, SJT Circular Connectors and the rectangular 
EN4165 Series. In addition, we also assemble the MIL-DTL-26482, VG95328, 
97 Series for industrial and harsh environments and have a sub-assembly  
of MIL-DIL-24308 + EN2997. We are ISO 9001-2008, as well as EN9100 
certified to ensure the highest level of quality and service.

To support your requirements, we offer:
• Olive drab cadmium, electroless nickel  

and black zinc nickel plating
• Signal (solder & crimp), power, coaxial  

and PCB (including stand-off) contacts
• Adapters and boots
• Backshells and accessories
• Cable management components
• Barcode labelling
• Customised kitting
• Documentation and traceability
• ESD packaging, international shipping  

and documentation
• Military inspection standards
• Mil-Spec certifications
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Cutting
Heat shrink tubing – TTI offers a cutting service.
Minimum cut length = 10mm 
Maximum cut width = 150mm

These cost effective solutions can remove many 
customer challenges:
• Different lengths within one batch cut 
• Potential splitting of the cut edge
• Cuts uneven or not 90° 
• Build up of scrap material & redundant inventory
• Quality control

Cutting & Respooling
Cable & Wire – “A cut above the rest”.  
TTI offers cutting and respooling services  
for ranges of cable and wire, all of which can be 
tailored to your specific requirements.

Minimum cut length = 1m 
Maximum cut diameter = 40mm 

These cost-effective solution save you:
• Continuous lengths, can cause significant 

redundant inventory and increase storage 
requirements 

• Reel sizes, physical size and weight can  
cause storage and handling issues

• Wire diameter, hand or manual cutting  
has limitations 

• Export control restriction 
• Quality control

De-reeling
Screw terminal & crimp contact de-spooling service

This cost effective solution allows the customer:
• Processing time improvement
• Ship to line capability
• Reduced inventory, fulfilment on demand

Kitting
TTI offers customer-specific and cost-optimizing 
kitting options on-site to help you reduce:
• Time taken in processing parts
•  Downtime for assembly line due to parts 

availability
• Excess inventory

Pin Header Cutting
TTI offers you services to modify pin and  
breakaway headers exactly for your application’s 
requirements.

This includes cutting of pin headers to custom  
pin counts and removal of individual pins based  
on your design requirements.

Your Specialist for Value Added Services Your Specialist for Value Added Services
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Connectors
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Connectors for Military, Aerospace & Space
Circular ■ ■ ■ ■ ■ ■ ■ ■

Hi-Rel Backshells and Adapters ■ ■ ■

TTI Assembled QPL Connectors ■ ■ ■

Audio ■ ■ ■ ■

D-Subminiature ■ ■ ■ ■ ■ ■ ■ ■

Micro Miniature/Nano ■ ■ ■ ■ ■ ■ ■

Filtered Hi-Rel Input/Output ■ ■ ■ ■ ■ ■

Rack & Panel/ARINC/Rectangular ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Fibre-Optic Connectors ■ ■ ■ ■ ■ ■ ■ ■

Hermetic ■ ■ ■ ■ ■

Space Applications ■ ■ ■ ■ ■ ■

Naval & Shipboard ■ ■ ■ ■

RF/Coaxial/Microwave
1.0/2.3, 1.6/5.6 &7/16 ■ ■ ■ ■ ■

BNC (50/75 omega/TNC) ■ ■ ■ ■ ■

MCX/MMCX ■ ■ ■ ■ ■ ■ ■

QMA ■ ■ ■ ■

SMA, SMB, SMC, SSMA ■ ■ ■ ■ ■

Type F, G & N ■ ■ ■ ■ ■

COTS Board-to-Board
1.25mm to10.00mm pitch ■ ■ ■ ■ ■ ■

Pin Headers & Sockets ■ ■ ■ ■ ■

High Speed Backplane ■ ■ ■ ■ ■

Mezzanine ■ ■ ■

COTS Device-to-Board
IC & PLCC Sockets ■ ■ ■

Memory Card Connectors ■ ■ ■ ■ ■

Smartcard Connectors ■ ■ ■

COTS Wire-to-Board/Wire-to-Wire
1.25mm to 10mm pitch ■ ■ ■ ■

Discrete Wire ■ ■ ■ ■ ■

FFC/FPC ■ ■ ■ ■

IDC/Mass Termination ■ ■ ■

Power ■ ■ ■ ■ ■

SCSI (I, II, III) SATA/SAS/mini SATA ■ ■ ■ ■ ■

COTS Input/Output
Audio ■ ■ ■ ■ ■ ■

Circular ■ ■ ■ ■ ■ ■ ■

D-Subminiature ■ ■ ■ ■ ■ ■ ■

DVI/HDMI ■ ■ ■ ■ ■

Micro D ■ ■ ■ ■ ■

Modular Plugs & Jacks (including Rectangular) ■ ■ ■ ■

Power ■ ■ ■ ■ ■ ■ ■

SFP/XFP ■ ■ ■

RJ/Industrial Ethernet ■ ■ ■ ■ ■

USB/Mini USB/USB OTG ■ ■ ■ ■ ■

Other
Battery Connectors ■ ■ ■ ■ ■ ■

High Voltage Connectors ■ ■ ■ ■ ■ ■

Contacts ■ ■ ■ ■ ■ ■ ■ ■

Terminal Blocks
PCB Mounted ■ ■ ■ ■ ■

DIN Rail Mounted ■ ■ ■

Wire & Cable 
Cable Assemblies ■ ■ ■ ■ ■ ■ ■

Discrete Wire ■ ■

Printed Wiring Flexible/Rigid Flex ■ ■ ■ ■

FFC Jumpers ■ ■ ■

Flat Ribbon ■ ■

Cable & Wire Management 
Cable Management – Ties, Splices, Terminators ■ ■ ■ ■

Backshells and Adapters ■ ■ ■ ■ ■

Heat Shrink Moulded Parts and Tubing ■ ■ ■ ■

Solderless Terminals Insulated/Non-Insulated ■ ■ ■ ■

Labels, Cable Markers & Printers ■ ■

Discretes 
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Diodes
Arrays ■ ■ ■ ■

ESD Protection ■ ■ ■ ■

Schottky ■ ■ ■

Switching ■ ■ ■

TVS ■ ■ ■ ■

Zener ■ ■ ■

Hi-Rel Diodes (including Silicon Carbide) ■ ■

Rectifiers
Avalanche ■

Bridge ■ ■

Fast Recovery ■

Schottky ■ ■ ■ ■

Standard Recovery ■ ■ ■

Ultrafast Recovery ■ ■

Transistors
Bipolar/Small Signal ■

FETs & JFETs ■ ■

MOSFETs (including Silicon Carbide) ■ ■ ■

IGBTs ■

Hi-Rel Transistors ■

RF Transistors ■

Diamond Performance FETS ■

Radiation Tolerant MOSFETS ■

Thyristors
DIAC ■

SCRs ■ ■

SIDACs ■ ■

TRIAC ■

Optoelectronics
Couplers ■ ■

LEDS ■ ■

Infrared Emitters ■ ■

Infrared Receivers ■ ■

IRDA Transceivers  ■

Optical Sensors ■ ■

Photo Detectors ■ ■

Modules
Plastic Power Modules ■ ■

Hermetic Power Modules ■

IGBT Modules ■ ■ ■

Multi Chip Arrays (MCA) ■

RF Modules ■

Others
Voltage Regulators ■ ■

Hi-Rel Voltage Regulators ■

Analog ■ ■

Motor Control Ices ■

Defense, Aerospace & Space Line Card  



www.ttieurope.com/DefenseAeroSpace  9

Passives
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Resistors
Film ■ ■ ■ ■

Foil ■ ■ ■

Networks ■ ■ ■ ■

Power/Wirewound ■ ■ ■ ■

Carbon ■ ■ ■

Current Sense ■ ■ ■ ■ ■

Potentiometers & Trimmers
Precision/Panel Control ■ ■ ■ ■

Sensor/Encoder ■ ■ ■

Trimmer ■ ■ ■ ■ ■ ■

Capacitors
Wet Tantalum ■ ■

Solid Tantalum ■ ■ ■

Ceramic ■ ■ ■ ■ ■ ■

Aluminium Electrolytic ■ ■ ■

Film ■ ■ ■ ■ ■

Silver Mica ■

Polymer ■ ■ ■

Magnetics
Ferrite Beads ■ ■ ■ ■

Ferrite Cores ■

Chokes ■ ■ ■ ■ ■ ■

Coils ■ ■ ■ ■ ■ ■

Inductors ■ ■ ■ ■ ■ ■ ■ ■

Transformer ■ ■ ■ ■ ■ ■ ■

Filters/Antennas
EMI/RFI ■ ■ ■ ■ ■ ■

RF/Microwave ■ ■ ■ ■ ■

Antenna ■ ■ ■ ■ ■ ■ ■

Circuit Protection
ESD Suppression ■ ■ ■ ■

Fuses ■ ■ ■

Gas Discharge Tube (GDT) ■ ■

Resettable Fuses (PPTC) ■ ■

Thermistors (NTC) ■ ■

Thermistors (PTC) ■ ■

Thyristors ■ ■

TVS Diodes ■ ■

TVS Diodes Arrays ■ ■

Varistors ■ ■

Timing Devices 
Resonators ■ ■

Crystals ■ ■

Oscillators ■ ■

Defense, Aerospace & Space Line Card  

Sensors
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Pressure
Board Mount Pressure ■ ■ ■ ■ ■

Disposable Medical Pressure Sensors ■ ■

Dies ■

Altimeter/Barometric ■ ■

Combination MEMS ■ ■

Packaged Pressure ■ ■ ■ ■

Pressure Switches ■ ■

Force 
Force ■ ■ ■

Load Cell/Load Pin ■ ■

Torque ■ ■

Flow 
Air Flow ■ ■ ■

Liquid Flow ■

Flow Switch ■

Fluid Property Sensors ■ ■

Turbidity ■

Motion, Speed & Position
Accelerometer ■

Gyroscope ■

Inclinometer/Tilt ■ ■

Shock/Vibration ■ ■

Inertial Measurement Unit ■ ■

Encoder/Rotary – Board Mount ■ ■ ■ ■ ■ ■ ■

Encoder/Rotary – Industrial/Transportation ■ ■ ■ ■ ■

Face Recognition Sensors  
(HVC – Human Vision Component)
Proximity – Inductive ■

Proximity – MagnetoResistive/Hall Effect ■ ■ ■ ■ ■

Proximity – Reed Switches ■ ■

Proximity – Optical ■ ■ ■

Speed Sensor ■ ■ ■

GeoMagnetic Sensors
Resolver ■ ■ ■

Ultrasonic
Air Quality & Gas Sensing
CO2 ■

VOC (COV) ■

Industrial Gas – Pellistor, InfraRed,  
Electro-Chemical, MEMS

■ ■

Dust/Particle ■ ■

Ionizer
Temperture & Humidity 
Combination MEMS, Digital Temperature Sensors ■ ■ ■ ■

Humidity ■ ■ ■

NTC Thermistor – Leaded ■ ■ ■ ■ ■ ■

NTC Thermistor – SMT ■ ■ ■ ■ ■ ■

Probes & Assemblies ■ ■ ■ ■ ■

PTC Thermistors ■ ■ ■

RTD/PTC Thermistors – Customised – Platinum ■ ■ ■ ■ ■

PTC Thermistors – Customised – Ceramic Heating ■

Heaters – Copper Customised ■ ■ ■

Thermocouples ■

Thermopiles/Human Presence Detection – Solutions ■

Thermopiles/Human Presence Detection – 
Component

■ ■

Thermostats ■ ■

Optical
Ambient Light ■

Fibre Optic ■

PIR/Infrared ■ ■ ■ ■ ■

Matrix Sensors
Laser
Proximity – Optical ■ ■ ■

Solar ■ ■ ■

Ultra Violet ■

Colour Sensors ■

Level Sensors
Liquid Level ■ ■ ■ ■ ■ ■

Urea, Water (WIF/WIF+WDS/WS), Diesel ■ ■

Powder Level Sensors
Hydra-static Pressure Cells ■ ■

Other
Sensor Modules ■

Current Sensors ■ ■ ■ ■

Capacitive Touch
Inductive Sensors – Factory Automation/ 
Transportation ■

Light Curtain Safety – Factory Automation
Magnets ■ ■

Medical Sensor Cable Assemblies/Pulse  
Oximetry Probes ■

Sensor Developement Boards ■ ■ ■ ■
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Switches
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ATEX ■

Counters/Hour Meters ■ ■

DIP ■ ■ ■

DIP Coded Rotary ■ ■ ■ ■

Emergency Stop/Safety ■ ■

Encoder ■ ■

Fader/Potentiometer ■ ■

Limit – Heavy Duty ■

Standard – Standard ■

Joystick ■

Keylock/Switchlock ■ ■ ■ ■ ■

Microswitch/Snap Action ■ ■ ■ ■

Mil/Aero/Space Grade Level ■ ■ ■ ■

Miniature Detection ■

Navigation Switches ■ ■

Off-Road – Special Purpose ■ ■

Piezo switch ■ ■

Pushbutton ■ ■ ■ ■ ■

Pushwheel/Thumbwheel ■ ■ ■

Reed ■

Rocker ■ ■ ■ ■ ■ ■

Rotary ■ ■ ■

Slide ■ ■ ■

Specialised Coaxial Switches ■

Tactile ■ ■ ■ ■

Toggle/Paddle ■ ■ ■ ■

Wireless Limit ■

Defense, Aerospace & Space Line Card  

Relays & Circuit Breakers
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Relays
Automotive ■ ■

Communication ■ ■ ■

Contactors ■ ■

Control ■

Counters
Crystal Can ■

Definite Purpose Contactors ■

DIN Rail Mounted ■

Force Guided Contact ■ ■

General Purpose ■

High Frequency Relays ■ ■

High Voltage ■ ■

Industrial DC & AC ■ ■

Input/Output Modules ■

Magnetic Latching ■

Microwave ■

Military/Space ■ ■

Miniature PCB ■

MOSFET
Panel/Plug-In ■

Power ■

Reed ■ ■

Safety ■ ■

Signal ■ ■

Sockets ■ ■

Solid State Relays ■ ■

Time Relays ■ ■ ■

Circuit Breakers
Magnetic Circuit Breakers ■

Thermal Circuit Breakers ■

Power Supplies
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Internal/Embedded - AC/DC
Low to Mid Power (1W - 500W) ■ ■ ■

High Power (500 - 1.5KW) ■ ■ ■

Single Output ■ ■ ■

Multi-Output (Dual, Triple, Quad) ■ ■

PCB Mount ■

Open Frame ■ ■ ■

U-Channel/Enclosed ■ ■ ■

Modular/Configurable ■ ■

ATX ■

Front End, Bulk Power ■ ■ ■

Medical Rated ■ ■

Conduction Cooled ■ ■

Industrial Temperature ■ ■ ■

Extended Temperature ■ ■

I2C PMBus Control/Interface ■ ■ ■

Power Over Ethernet (PoE) ■

External- AC/DC
Wall Mount Adapters ■ ■

Desktop ■ ■

Medical Rated ■ ■

DIN Rail ■ ■

High Power (1KW - 24KW) ■ ■ ■

LED Drivers ■ ■

Specific Purpose
UPS ■

Battery Charging ■

Inverter (DC/AC) ■

Security ■

DC/DC
Isolated DC/DC Converters
Fractional Brick ■ ■ ■ ■

Digital Control ■ ■ ■

Industrial Pin-Out ■ ■ ■

Intermediate Bus Converter ■ ■ ■

Low Power Unregulated ■

Wide Input Range 4:1 ■ ■ ■ ■

Surface Mount ■ ■ ■ ■

DC/DC Railway ■ ■ ■

Non Isolated POL Converters
Digital Control ■ ■ ■

Through Hole ■ ■ ■ ■

Single In Line ■ ■ ■ ■

Surface Mount ■ ■ ■

Ancillary Power Products
ATCA PIM Modules ■ ■

RF/Power Amplifier ■ ■ ■

PFC Modules ■

300Vin Modules ■

Embedded DC/DC
Open Frame/Enclosed ■ ■

Front End Bulk Power ■ ■

Power Supply Accessories
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Thermal Management
DC Fans ■

AC Fans ■

Heatsinks
Thermal Foils ■

Thermal Adhesive/Compounds ■

Supplier Disclaimers for Defence, Aerospace & Space applications
These suppliers regulate the use of their products, always check the suppliers current disclaimer for suitability before using or designing in. 
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Defense, Aerospace & Space

Product Series & Description  Features & Benefits Applications

Ethernet 10Gb Cat6A Series
TV µcom 
RJF TV Cat 6A
Harsh environment 
10Gb Ethernet 
connectors

• RJF and RJFTV, ethernet Cat.6A connection 
using standard RJ45

• RJF for Bayonet coupling and RJFTV for Tri Start 
Thread coupling

• No cabling operation in field and no tools 
required

• TVµCom, dedicate solution for ethernet Cat.6A, 
exceeds 10Gb/s

• 4 pairs totally insulated throughout the connector 
for minimum cross-talk between pairs

• Battlefield communication, C4ISR
• Ground vehicles
• Commercial aerospace
• Military avionics
• Rail mass transit

Reduced Flange Series
MIL-DTL-38999 
series III, RJFTV, 
USBFTV and RNJ
Where small 
dimensions & lower 
weight are critical

• 20% lighter
• 40% footprint reduction
• Available on 38999 series III shells  

(including RJFTV/USBFTV)
• To be mated with standard 38999 plug  

(or standard RJ/USBFTV plug)
• New! Available on RNJ series (rack and panel)

• Military vehicles
• C4ISR
• Military/commercial avionics  

and airframe
• Missiles & UAVS
• Navy
• Industrial

PT/451 Series
In accordance to 
MIL-DTL-26282 
Series I
Available at TTI VAD

• Bayonet coupling connectors
• 9 shell sizes and 4 codings
• 3 contact types: solder, PCB and crimp
• Wide range of backshells
• Aluminum (cadmium, nickel and black zinc nickel)
• Operating temperature: -55°C to +125°C

• Industrial
• Transportation
• Automation
• Ground radio shelters
• Ground vehicule
• Battlefield communication systems

75 Ohms Coaxial Contacts
75 Ohms Coaxial 
Contacts
Coaxial contacts for 
video applications

• Contact sizes 16, 12, 8 and 6
• Available for MIL-DTL-38999, EN3645,  

EN4165 and ARINC600
• Available in crimp and PC Tails versions

• Video display
• Video acquisition
• Flight entertainment

Micro HDAS
The 1.27mm pitch 
connector. Smaller, 
lighter & still strong

• 1.27mm pitch connector 
• Electrical security 1,2mm
• 9 sizes from 4 to 60 contacts on 2 rows
• Space and weight saving for severe 

environments
• Intermeatable and intermountable with EMM 

connector from Nicomatic

• Commercial avionics & airframe
• Military avionics & airframe
• Ground vehicles

HDAS
High performance  
& versatile connector

• 12 sizes from 3 to 5 rows, 11 to 253 contacts 
• Electrical security 1,2mm
• Hybrid version to mix signal, coax and power  

up to 20A
• 4,5A per signal contact / DWV: 750 Vrms
• High density: 1.905 [.075] staggered grid

• Commercial avionics & airframe
• Military avionics & airframe
• Ground vehicles 

Amphenol Socapex
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Defense, Aerospace & Space

Product Series & Description  Features & Benefits Applications

Pushbutton
IZ series
IZ series, rear 
mounted pushbutton

• Rear mounting for easier installation
• Latching action metal models
• Fixed or variable panel thickness
• Sealed to IP67
• Illuminated or non-illuminated
• Flat actuator for optional marking

• Hand control
• Control panels
• Remote controls
• Automotive
• Security and defense applications

Pushbutton
IP series
Illuminated or 
non-illuminated 
momentary action 
pushbuttons for 
harsh environments

• Normally open (NO) or NC/NO combined  
(non-illuminated only)

• Variety of terminal options
• Flat round actuator for optional marking
• High brightness illumination
• Tin plated LED terminals
• Operating temperature: -40°C to +85°C  

(-40°F to 185°F)

• Hand control
• Control panels
• Remote controls
• Automotive
• Security and defense applications

Pushbutton
IX series
IX series, designed 
for demanding 
markets

• Pushbutton for harsh environment
• Illuminated or non-illuminated
• Compact (12mm bushing)
• Tactile effect
• Sealing: IP67, IP69K
• Marking on request

• Hand control
• Control panels
• Remote controls
• Automotive
• Security and defense applications

LED indicators
QRM-NV series
Night vision LED 
indicators

• NVG Compatible filters
• NVIS Compliant to MIL Std 3009
• IP67 sealed to EN60529
• Rear end epoxy sealed
• Black finish
• Optional dress nut

• Control panels
• Remote controls
• Automotive
• Battery chargers
• Marine
• Security and defense applications

Thumb joystick
NV series
Four or five 
direction switch 
based joystick

• Positive tactile feedback in all directions
• Sealed to IP69K
• Compact and low profile
• Robust: shock, vibration and salt spray resistant
• Three actuator shapes
• Numerous actuator colours

• Hand control
• Control panels
• Video and communication
• Vehicles

Heavy-duty safety switch
ES Series
Heavy-duty safety 
switch designed 
for heavy-duty 
applications

• Metal product with dia. 22mm bushing  
(market standard)

• IK10 Impact resistance, no axis deformation  
even if exposed to major shocks

• 100.000 cycle mechanical life
• Lower behind-panel depth
• Locked/unlocked status indicator
• Straight PC or solder lug terminals

• Vehicles 
• Control panels
• Communication
• Interface
• Safety systems

APEM
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Security caps
Cache, MSG, CSG 
series
Prevent any 
inadvertent lever 
operation

• Models for 2 or 3 positions switches
• Holes for wiring a seal optional
• Prevent accidental lever operation
• Designed for Ø11.9 or Ø12mm bushing
• Salt spray test: 96 hours (IEC 68-2-11)
• Operating temperature: -40°C to +85°C  

(-40°F to +185°F)

• Hand control
• Control panels
• Remote controls
• Automotive
• Security and defense applications

Pushbutton
13000X778 series
Double pole double 
throw alternate 
action pushbuttons 
with highly reliable 
contacts

• Contacts: Highly reliable contacts suitable for 
low level applications or power applications

• Double shell case for high mechanical strength 
and high electrical insulation

• Matt black finish on body, bushing, plunger  
and hardware

• Compact size: The small rear end of the switch 
allows space saving behind the panel

• Panel sealed to IP 67, these switches are  
frontal sealed by two O-rings and have full rear 
end sealing

• Solder lug or PC terminals

• Vehicles 
• Control panels
• Communication
• Interface

Toggle switch
12000X778 series
CECC and MIL 
approved toggle 
switch

• Shock test: 50g – 11ms (IEC 68-2-27)
• Vibrations: 10-500 Hz – 10g (IEC68-2-6)
• Operating temperature: -40°C to +85°C  

(-40°F to 185°F)
• Humidity test: 56 days, 93% R.H., 40°C  

(IEC 68-2-3)
• Salt spray test: 96 hours (IEC 68-2-11)
• Panel seal withstands 1 bar pressure and 

remains sealed even when the switch is operated

• Vehicles 
• Control panels
• Communication
• Interface

APEM
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Surface Mount Ceramic Capacitors
NASA | MIL/DSCC/
COTS-PLUS | ESA 
ESCC
QPL | CECC

• QPL BME technology available
• High CV technology enabling case size 

downsizing/PCB weight and size reduction
• Low ESR/ESL compared to other technologies
• Au, PdAg, tin lead or pure tin termination
• FLEXITERM® for enhanced mechanical  

stress resistance

• Space/satellite systems
• Aircraft/marine/land
• Communication
• Munitions
• Radars
• Power supplies

Leaded Ceramic Capacitors
MIL/DSCC/ 
DLA/BS9100/
COTS-PLUS
ESA ESCC/CECC

• Radial and axial epoxy encapsulated for  
harsh environment

• QPL PME technologies available
• Excellent reliability and low ESR/ESL
• High voltage range 1–5kV also available

• Space/satellite systems
• Aircraft/marine/land
• Sonars
• Munitions
• Power supplies
• Rovers

Switch Mode Power Supply Capacitors (SMPS)
MIL/DSCC/BS9100
ESA ESCC/CECC

• Designed for programs requiring high reliability 
performance in harsh environment

• Suitable for high current, high power and high 
temperature applications

• Low ESR/ESL and excellent high frequency 
performance compared to other technologies

• A range of lead types: Leaded Radial (Epoxy 
coated, Polyurethane Varnish), Straight  
Dual in-line, L Dual in-line

• Space/satellite systems
• Aircraft/marine/land
• Launch vehicle
• Rovers
• Engine controls
• Power supplies

RF Surface Mount Ceramic Capacitors
MIL/DSCC/DLA/
COTS-PLUS

• High Q ultra low ESR
• High current handling
• High self resonance
• Tight tolerances from ±0.01pF
• BG and BP dielectrics
• Au, PdAg, tin lead or pure tin terminations

• Command, control and 
communications

• Guidance
• Telemetry
• SINCGARS
• Radars
• Weapon systems

Surface Mount Tantalum
MIL/DSCC/SRC/
DLA/COTS-PLUS
ESA ESCC/CECC

• Standard SMD MnO2 or polymer or multianode 
chip capacitor

• Long term stability and high capacitance in  
small case sizes

• Polymer offers low ESR and higher inrush  
current robustness

• Excellent reliability

• Power supplies
• Space/satellite systems
• Aircraft/marine/land
• Rovers
• Radars
• Night vision

Leaded Tantalum
CECC
Through hole 
technology/leaded 
product

• Tantalum capacitors with dipped resin 
encapsulation with SnPb terminations

• Optional radial lead wire terminations
• Low leakage current
• Very small physical sizes
• Excellent temperature stability

• Power supplies
• Communication
• Exploration
• Scientific
• Instrumentation

AVX
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Wet Electrolytic Tantalum
SRW/MIL/DSCC/
DLA/COTS-PLUS/
Leaded product

• Includes a welded tantalum can and header 
assembly that provides a hermetic seal 
to withstand harsh shock and vibration 
requirements of MIL-PRF-39006

• Customised capacitance and voltage ratings  
are possible, module options TWM

• High temp option in TWC-Y and TWA-Y 200°C, 
TWA-X 230°C

• Radar energy support
• Aircraft/marine/land
• Power supplies
• Scientific
• High temperature electronics
• Exploration

Hermetically Sealed SMT Tantalum
COTS-PLUS • TWD 175°C super high capacitance

• TCH Low ESR Polymer Hermetic Series 125°C
• THH MnO2 Hermetic Series 230°C
• Designed for Aerospace and Hi-Rel applications
• Very long life time in harsh environments
• Excellent stability under humidity and  

ambient conditions due to ceramic case  
hermetic packaging

• Effective up-screen testing for high reliability

• Aircraft/marine/land
• Space/satellite
• Military
• Rovers
• Radars
• Power supplies
• Exploration

RF Thin Film Capacitors and Inductors
DLA • Capacitors with low ESR at VHF, UHF and 

microwave frequencies and offer high stability 
with respect to time, temperature, frequency

• Inductors with high Q and low DC resistance
• Enhanced RF power handling capability
• Ultra-tight tolerances

• Command, control and 
communications

• Radar systems
• Instrumentation/communication
• Navigation/location systems
• RF amplifiers
• Filters

EMI Filters
MIL • High temperature construction withstands  

300°C installation temperatures
• Rugged monolithic discoidal MIL-C-31033 

capacitor construction
• Glass hermetic seal on one end with epoxy seal 

on the opposite end

• Space/satellite systems
• Aircraft/marine/land
• Guidance systems
• Command, control and 

communications
• Radar systems
• Weapon systems

Antennas
On-Board, Off-
board, External and 
Custom specific 
solutions 

• SMT antennas – ceramic, PCB based, stamped 
metal, patch

• FPC and PCB with cable, connectors: w.fl or u.fl 
compatible, SMA,MMCX

• External antennas: cabled, direct connection, 
screw mounted, magnet mounted. Ruggedized 
mechanics for critical environments

• Custom antennas
• Testing services

• GSM, 3G, LTE / 4G, WiFi, BT,
• GNSS Multiband (L1/L2/L5), 

Iridium, ISM, LPWAN, 5G,  
Satellite Ka band

• Frequency: 433, 868, 915 MHz;  
0.7–2.7 GHz; 5.1–5.9 GHz;  
20–67 GHz

• Communication equipment
• Radios
• Navigation/location systems

Multilayer Organics Filters
Low-, High-,  
Band- Pass Filters
Diplexers, Custom 
Filters

• Expansion matched to PCB
• Wide frequency range
• Low profile
• High attenuation/low inertion loss
• LC integrated filters – diplexers, filters, couplers 

defined with significant improvements over LTCC
• Replace LC filters from discrete components with 

integrated solution

• Command, control and 
communications

• Telemetry
• Radars
• Satellite receivers
• Instrumentation
• Location systems

AVX
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MTB1 connectors for space applications
MTB1 Series
High performance 
Microminiature 
connectors,  
ESA qualified

• Single line strip connector
• Flight and engineering models available
• Twist pin contacts technology
• 2 to 50 cavities
• Multiple contacts termination choices
• Options: latching and polarization key

• Space equipment
• Satellites harnesses and payloads
• Launchers
• Engineering
• Military and avionics

Space Splice Connector
Space Splice
One way  
connector for  
space applications

• One way connector
• Using D*MA crimpable contacts technology
• EPPL2 product (ESA/ESCC European  

Preferred Part List part2)
• Replacement of manual splices by  

standard solution
• Supplied without contacts
• Non-outgassing

• Space equipment
• Satellites harnesses and payloads
• Launchers
• Engineering
• Military and avionics

MDMA and MDMB connectors for space applications
MDMA – MDMB 
Connector Series
Microminiature 
connectors with 
removable crimp 
contacts

• Removable crimp contacts technology
• Flight and Engineering models available
• Sizes 9, 15, 21, 25, 31, 37 and 51
• Wire size AWG 24 / 25 / 26 / 28 for all sizes
• Harnesses length flexibility
• Non-outgassing

• Space equipment
• Satellites harnesses and payloads
• Launchers
• Engineering
• Military and avionics

Product Series & Description  Features & Benefits Applications

Military Trimpot® Trimming Potentiometers
RJ/RJR  
Cermet Series
Robust cermet 
military trimmers in 
defense, aerospace 
and space
Series: RJ12,  
RJ22, RJ50, 
RJ/RJR24, 
RJ/RJR26

• The only qualified trimmers in the industry 
authorized by the United States Department  
of Defense.

• Qualified under United States defense  
standards to meet strict military requirements  
and reliability features.

• Tested under stringent electrical and 
environmental parameters 

• 100% electrically tested and  85°C Fluorinert® 
leak tested under MIL specifications

• Life failure rate levels ranging from 1 to 0.001 
percent per 1000 hours for high reliability RJR 
and RTR trimmers

• 100% Burn-In testing for high reliability RJR and 
RTR trimmers

• Rotary position feedback sensors

• Current sensors

• Panel controls

• Circuit adjustment

• RF amplifiers

• Networks and configurations

• Military and aviation systems

• Radio/ground controlRT/RTR  
Wirewound Series
Robust military 
wirewound 
trimmers in defense, 
aerospace,  
and space
Series: RT12,  
RT22, RT/RTR24 
and RT/RTR26

C&K

Bourns
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D*M connectors for space applications
D*M Connector 
Series
Connectors with 
solder type or 
wire-wrap type 
termination

• Multiple contacts termination choices
• Non-outgassing
• Flight and engineering models available
• 6 shell sizes: E, A, B, C, D and F
• Standard density: 9,15, 25, 37, 50 contacts
• High density: 15, 26, 44, 62, 78, 104 contacts

• Space equipment
• Satellites harnesses and payloads
• Launchers
• Engineering
• Military and avionics

D*BMA for Connector Savers D*M/D*MA
D*M Combo  
Savers Series
Connectors used 
as connector savers 
in test equipment 
applications

• Removable coax and power contacts
• Non removable signal contact (installed  

in factory)
• Supplied with or without power/coax contacts
• Flight and engineering models available
• 5 shell sizes: E, A, B, C and D
• Non-outgassing

• Space equipment
• Test equipments
• Satellites harnesses and payloads
• Launchers
• Engineering
• Military and avionics

NP Pushbutton Series
NP Series
Sealed industrial 
pushbutton switch

• Wirelead options available
• 1,000,000 cycles
• IP68 sealed
• Multiple housing styles
• Capable of up to 5A resistive load

• Harsh environments
• Transportation
• Industrial
• Off-road
• Military

PT Series for harsh environments
PT Series
Sealed power  
toggle switch

• IP66/IP68 versatile rating
• UL 61058-1 certified
• Integrated panel seal for extra protection
• Superior oil and fuel resistance
• High strength, heat resistant housing

• Off-road, construction/ 
agricultural vehicles

• Material handling equipment
• Articulating, scissor and bucket  

lift controls
• Outdoor radio equipment
• Lift gate controls

PBA series for avionic applications
PBA Series
Illuminated 
pushbutton

• Illuminated display
• Small size
• Tactile feedback

• Avionic 
• Instrument panel and  

overhead controls
• Aircraft cockpit controls

MIL-S-83731 Toggle Switches
MIL-S-83731 
Toggle Switch
Toggle switches 
for military and 
aerospace 
applications

• Qualified to MIL-S-83731
• 50µ inch selective gold contact plating
• Epoxy sealed terminals for process compatibility
• Rated for logic level to 5 amp resistive loads  

and 2 amp inductive loads
• Flame retardant housing material

• Military
• Aerospace

C&K
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Datamate J-Tek and L-Tek
M80 – lightweight 
and compact 
2mm Pitch High-
Reliability Signal 
Connectors

• 4-finger contact capable of 3A
• Beryllium copper with gold plating
• Jackscrew or latching hardware options
• Shock and vibration rating – 100G for 6 minutes 

and 10G for 6 hours
• Temperature range of -55°C to +125°C
• Excellent outgassing properties

• Defense and security
• Robotics
• Avionics 
• Commercial space 
• Drives and controls 
• Automation

Datamate T-Contact
M80 – female 
power contacts
Increased power  
on a 2mm pitch

• 6-finger contact capable of 8.5A
• Beryllium copper with heavy gold plating, 30µ”
• Compatible with existing Datamate housings
• Shock rating of 100G for 6 minutes
• Increased vibration rating, 40G for 6 hours
• Temperature range of -55°C to +125°C

• Defense and security
• Robotics
• Avionics 
• Commercial space 
• Drives and controls 
• Automation

Datamate Power
M80 – power in  
a lightweight and 
compact package, 
4mm pitch
High-Reliability 
Connector

• 20A and 40A contact options 
• Beryllium copper with gold plating
• Jackscrew security for maximum strain relief
• Shock and vibration rating – 100G for 6 minutes 

and 10G for 6 hours
• Temperature range of -55°C to +125°C
• Excellent outgassing properties

• Defense and security
• Robotics
• Avionics 
• Commercial space 
• Drives and controls 
• Automation

Datamate Coax
M80 – ganged  
50Ω coax on  
a 4mm pitch 
High-Reliability 
Connector

• High-quality 50Ω, 6GHz gold plated contacts
• Jackscrew security for maximum strain relief
• Shock rating of 100G for 6 minutes
• Vibration rating of 10G for 6 hours
• Temperature range of -55°C to +125°C
• Excellent outgassing properties

• Defense and security
• Robotics
• Avionics 
• Commercial space 
• Drives and controls 
• Automation

Datamate Metal Backshells
M80 – for use  
with J-Tek, Power, 
Coax and Mix-Tek
For EMI/RFI 
Screening

• Cable-to-board and panel mount options 
• Ensures reliability, strength and performance
• Machined from aluminium alloy
• Electroless nickel plating
• Braid retention feature at cable entrance
• Screen termination by stainless steel micro-band

• Defense and security
• Robotics
• Avionics 
• Commercial space 
• Drives and controls 
• Automation

Datamate Cable Assemblies
M80 – lightweight 
and compact on a  
2mm or 4mm pitch
High-Reliability 
Connectors

• Fully assembled cable assemblies
• Signal, power and coax configurations
• 150mm single or double-ended options
• 100% electrically tested and inspected
• Ideal for prototyping, small builds or high volume
• Designed for extreme environments

• Defense and security
• Robotics
• Avionics 
• Commercial space 
• Drives and controls 
• Automation

Defense, Aerospace & Space

Harwin
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Gecko 
G125 – secure, 
robust  and 
miniature
1.25mm pitch  
high-reliability  
signal connector

• Up to 45% space and 75% weight savings vs 
Micro-D

• 4-finger beryllium copper contact capable of 2A
• Jackscrew or latching hardware options
• Shock and vibration rating – 100G for 6 minutes 

and 20G for 6 hours
• Temperature range of -65°C to +150°C
• Excellent outgassing properties

• Defense and security
• Robotics
• Avionics 
• Commercial space 
• Drives and controls 
• Automation

Gecko-MT
G125 – secure, 
robust and 
miniature 
1.25mm pitch mixed 
layout connector

• Mixed current capacity of 10A and 2A per 
contact

• Beryllium copper signal contact with gold plating
• Jackscrew security for maximum strain relief
• Shock and vibration rating – 100G for 6 minutes 

and 20G for 6 hours
• Temperature range of -65°C to +150°C
• Excellent outgassing properties

• Defense and security
• Robotics
• Avionics 
• Commercial space 
• Drives and controls 
• Automation

Gecko Cable Assemblies
G125 – secure and 
robust ready-to-
use cables
1.25mm pitch high-
reliability connectors

• Fully assembled cable assemblies
• 150mm or 450mm single-ended 
• 150mm or 300mm double-ended 
• Jackscrew and latching options 
• Ideal for prototyping, small builds or high volume
• Designed for extreme environments

• Defense and security
• Robotics
• Avionics 
• Commercial space 
• Drives and controls 
• Automation

Gecko-SL Metal Backshell
G125 – lightweight 
shielding
For EMI/RFI 
screening

• Cable-to-board and panel mount options 
• Ensures reliability, strength and performance
• Machined from aluminium alloy
• 2-piece cable backshell construction
• Braid retention feature at cable entrance
• Screen termination by stainless steel micro-band

• Defense and security
• Robotics
• Avionics 
• Commercial space 
• Drives and controls 
• Automation

M300
M300 – power in 
a lightweight and 
compact package
3mm pitch high-
reliability power 
connector

• 10A per contact (5A for 22 AWG)
• Beryllium copper signal contact with gold plating
• Jackscrew security for maximum strain relief
• Shock and vibration rating: 100G for 6 minutes 

and 10G for 6 hours
• Temperature range of -65°C to +175°C
• Excellent outgassing properties

• Defense and security
• Robotics
• Avionics 
• Commercial space 
• Drives and controls 
• Automation

M300 Cable Assemblies
M300 – power in 
a lightweight and 
compact package
3mm pitch high-
reliability power 
connectors

• 10A per contact (5A for 22 AWG)
• Single and double row options 
• 18, 20 and 22 AWG cables in 150mm,  

300mm and 450mm
• Shock and vibration rating: 100G for 6 minutes 

and 10G for 6 hours
• Temperature range of -65°C to +175°C
• Excellent outgassing properties

• Defense and security
• Robotics
• Avionics 
• Commercial space 
• Drives and controls 
• Automation

Defense, Aerospace & Space Defense, Aerospace & Space

Harwin
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GAPS – Next Generation Proximity Sensors
GAPS Proximity 
Sensor Series
RTCA DO-160 
compliant, operating 
temperature of 
115°C and EMI/
EMC protection and 
platform selection 
nomenclature 

• Integral health monitoring capability
• Continuous health monitoring and value to 

customers hermetic sealing helps to increase 
revenue, reduce cost to serve and cost of goods

• Industry-leading indirect lightning and  
dielectric ruggedness

• Design eliminating mechanical failure 
mechanisms, reducing wear, minimizing downtime, 
increasing durability and increasing reliability

• Landing gear
• Aircraft doors
• Hydraulics
• Primary flying surfaces
• Evacuation slides
• Primary flying surfaces

HAPS – Next Generation Proximity Sensors
HAPS Proximity 
Sensor Series
Configurable platform, 
RTCA DO-160 
compliant, operating 
temperature 115°C 
and EMI/EMC 
protection and fire 
detection/integrity

• Environmentally rugged
• Hermetic package eliminating the potential for 

contamination of the sensor environment
• Enhanced vibration ruggedness
• Industry-leading indirect lightning and  

dielectric ruggedness
• Integral health monitoring capability
• Continuous health monitoring helps to increase 

revenue, reduce cost to serve and cost of goods

• Thrust reverser actuation systems
• Actuators
• Nacelles
• Engine
• Ground vehicles
• Valves

Aero LVDT Platform (Linear Variable Differential Transformers)
Single Channel, 
Dual Parallel, Dual 
Tandem Series
Configurable LVDT 
platform, operating 
temperature 200°C, 
designed for harsh 
environments and 
RTCA/DO-160 
compliant

• Pre-validated configurable LVDT platform 
approach to reduce design cycle time and get  
to market faster 

• Single channel, dual channel and dual tandem 
offerings ensure a wide-variety of configurations 
and applications can be accommodated 

• Enhanced reliability
• Life requirements MTBF (1million hours minimum)
• Designed for use in harsh environments
• Reduced installation time by engineering design

• Flight control systems
• Engines (mechanisms/valves)
• Nose-wheel steering
• Pilot controls
• Landing gear
• Hydraulics

Precision Thermostats
3000 Series
High-end aerospace 
applications, high 
reliability to meet 
stringent military 
requirements, 
hermetic and  
non-hermetic devices 
and customized 
configurations

• Designed to meet or exceed military and  
aerospace critical specifications for spaceflight use 

• Hermetically sealed
• Tight tolerances
• Tight differentials
• Pre-set and tamper proof
• Wide variety of mounting brackets and terminals

• Battery charging systems  
temperature monitoring

• Flight decks, cargo holds, landing gear
• Aerospace engines
• Rocket thrusters, radar
• Temperature control, satellite systems, 

airframe, radio, antenna arrays
• Environmental and flight controls

Military Toggle & Sealed Switches
HE Series, EN 
Series, HM Series, 
HR Series, HS 
Series, XE Series.
Commercial military 
vehicles and FAA/
PMA products

• Hermetic sealing per MIL-PRF-8805 symbol 5 
and environmentally sealed

• Electrical connection/termination
• Variety of integral actuators
• Circuitries from single-pole double-throw (SPDT)  

up to six-pole double-throw (6PDT
• Silver contacts standard

• Landing gear (uplock, downlock,  
and Weight on Wheels (WOW)) 

• Aircraft doors, cargo doors (open/
closed position, locked status) 

• Flight controls (flap/slat, spoilers)
• Valves
• Engine bleed air
• Refuelling

Aero Speed Sensors VRS (Variable Reluctance Speed Sensors)
Simple, rugged 
devices and direct 
conversion of 
actuator speed to 
output frequency

• Measure speed, position and presence detection
• Utilizing magnetoresistive, variable reluctance
• Self powered operation
• No moving parts
• Operates over wide speed range
• Operates wide temperature – 230°C possible

• Turbine engine and motor RPM
• Gear speed measurement
• Fuel pump speed measurement
• APU turbine speed
• Propeller speed
• Wheel slip 
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Copperhead Series Transceiver Modules
TMXXXXXXX
Buffers, reconditions 
and isolates a high 
speed data line

• Enhance distance and signal integrity with 
convenient one-package solution to replace 
several components on PCB

• Supports for data rates from 30 Mbps to  
2125 MBps

• Supports for cable interfaces from 60Ω to 150Ω 
impedances (differential and coax)

• Meets MIL-PRF 21038 environmental 
requirements, MIL-STD-981 compliance  
on request

• Lead finish: tin-lead (Sn/Pb)
• Low transmit/receive jitter, power dissipation,  

and EMI emission

• Fibre channel (over copper)
• IEEE 1394B firewire
• Gigabit ethernet
• Digital video (SMPTE-292M, HDTV)

Ethernet Transformers
Please visit  
www.inrcore.com for 
further information
Discrete footprint, 
ruggedized in transfer 
molding or pour-filled 
construction

• Meets MIL-PRF 21038 environmental 
requirements, MIL-STD-981 compliance  
on request

• Highest insulation discrete Ethernet transformer 
available on market (10KVAC insulation)

• Lead finish: tin-lead (Sn/Pb), ROHS and REACH 
compliance versions on request

• Multiple package and configuration options 

• 10Base-T (IEEE 802.3i)
• 100Base-TX (IEEE 802.3u)
• 1000Base-T (IEEE 802.3ab)
• PoE (IEEE 802.3af)
• AFDX
• Time triggered ethernet

MIL-STD-1553 Transformers 
XX1553-XX
iNRCORE has 
the most complete 
MIL-STD-1553 
transformer line 
available

• Designed, built and tested to MIL-PRF-21038
• Supports all major 1553 transceivers
• Support for +12V, +5V and +3.3V core voltage
• Low profile and stacked versions available
• Custom design, testing and screening  

upon request

• MIL-STD-1553 data bus 

High Frequency Baluns
HFBXXXXXX
Designed for 
SMPTE-292M, 
SMPTE-
424M/425M 
applications and 
standard testing 
equipment

• Support for data rates up to 2.97 Gbps
• Low insertion loss
• High data rate transmission
• Good impedance match over wide bandwith
• Available for flight application with ruggedized 

packaging
• Custom packaging and connectors on request 

• SMPTE-424/425M application  
at 2.97 Gbps

• SMPTE-292M application at  
1.485 Gbps

• Bench test
• 150Ω fibre channel
• 100Ω gigabit ethernet

Planar Transformers 
PL102XX, PL103XX, 
PL104XX
Incorporated with 
2 additional clips 
for secure board 
mounting every time

• Ruggedized to meet MIL-PRF-27 Grade  
6 requirements

• Rated power up to 250W
• Tin-Lead (Sn/Pb) finish on leads. RoHS  

and REACH compliance versions on request
• Custom design, testing and screening upon 

request

• AC-DC converter
• DC-DC converter

Power Inductors
PL81XX, PL83XX – 
PL9XX, PL101XX
iNRCORE offers 
a wide variety of 
inductor sizes and 
current ratings

• 13 different physical sizes available
• Specifically designed to meet MIL-PRF-27  

Grade 6 requirements
• Tin-Lead (Sn/Pb) finish on leads. RoHS and 

REACH compliance versions on request 
• Incorporates additional PCB mounting clips for 

superior performance in applications with shock 
and vibration requirements

• Custom design, testing and screening  
upon request

• AC-DC converter
• DC-DC converter

iNRCORE



22 TTI, Inc.   Defense, Aerospace & Space Guide

Defense, Aerospace & Space

Product Series & Description  Features & Benefits Applications

Common Mode Chokes 
PL82XX
iNRCORE’s SLIC 
Series common 
mode chokes meet  
MIL-PRF-27 
requirements

• Ruggedized to meet MIL-PRF-27 Grade  
6 requirements

• Tin-Lead (Sn/Pb) finish on leads. RoHS and 
REACH compliance versions on request

• Comprehensive range of inductance and  
rated current options available 

• Custom design, testing and screening  
upon request

• AC-DC converter
• DC-DC converter

SMT Current Sense Transformers
PL3XXX
iNRCORE’s current 
sense transformers 
have an additional 
clip for secure core 
halves bonding 

• Ruggedized to meet MIL-PRF-27 Grade  
6 requirements

• 10A and 20A current rating available
• Tin-lead (Sn/Pb) finish on leads. RoHS and 

REACH compliance versions on request
• Comprehensive range of inductance and  

rated current options available
• Custom design, testing and screening  

upon request

• AC-DC converter
• DC-DC converter

Gate Drive Transformers
Please visit  
www.inrcore.com for 
further information
Ruggedized to meet 
MIL-PRF-27 Grade 5 
requirements

• ET (volt-time product) up to 60V*µsec
• Basic and Functional insulation offered, 

Reinforced insulation available on request
• Tin-Lead (Sn/Pb) finish on leads. RoHS  

and REACH compliance versions on request
• Custom design, testing and screening  

upon request

• AC-DC converter
• DC-DC converter

Delay Lines
Please visit  
www.inrcore.com for 
further information
Active and Passive 
Delay Lines to meet 
MIL-PRF-83531 and 
MIL-PRF-83532

• Delay value range from 25nS to 500nS
• 50Ω and 100Ω impedance available
• Tin-Lead (Sn/Pb) finish on leads
• Multiple packages (SIP, DIP, SMT) available
• Custom design, testing and screening  

upon request

• AC-DC converter
• DC-DC converter

MIL-STD-1553 Data Bus Couplers
DBCL-XXXX
Developed 
with bench test 
applications in mind 

• Available in 1,2,3 or 4 stubs
• Impedance > 7.2K Ω from 75KHz to 1MHz  

over extended temperature range
• Termination resistor integrated versions available
• Multiple packages (SIP, DIP, SMT) available
• PCB mount and connectorised modules available 
• MIL-STD-981 versions available on request

• MIL-STD-1553 data bus

Switch Mode Power Transformers
Please visit  
www.inrcore.com for 
further information
PulseR provides 
custom wire-wound 
transformers for a 
variety of different 
applications

• Support switching mode power supply 
application

• Support 50/60Hz, 400Hz single phase and  
3 phase up to 10KVA

• Ruggedized to meet MIL-PRF-27 Grade  
6 requirements

• Custom designs upon request
• Lead/terminal finish: tin-lead (Sn/Pb)

• AC-DC converter
• DC-DC converter

iNRCORE
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KP Series 
KPT, KPSE,  
KPTC, VG95328, 
D26482-Style
High density 
miniature 
interconnects

• Secure 3-point locking system
• Five-way polarization for precise alignment
• Sealing up to IP67
• Full range of tooling, back shells and accessories
• RoHS compliant plating options
• High insert arrangement contact density

• Military ground vehicles
• Military aviation
• Ground support systems

MKJ Series: Miniturized Circular Connectors
MKJ0 UN Thread, 
MKJ1 Double Start, 
MKJ3 Bayonet, 
MKJ4 Breakaway, 
MKJ5 Triple Start
Reduction in weight 
and size without the 
loss of reliability

• Available in rear-release crimp, PC tail or solder 
cup contacts

• Shells and jam nuts available in aluminium alloy  
or corrosion resistant stainless steel

• Environmentally sealed
• Plating: Aluminum/Anodize (Black), Electroless 

Nickel (Pass or Black), Stainless Steel, Teflon 
Nickel, OD Cad, Black Zinc Nickel

• Soldier-worn technology and 
connectivity

• Military aircraft
• Surveillance and missile systems
• Ground defense equipment
• Uavs

CGE Series – High Power Connectors
CGE, VG96929 • Fully VG96929 certified

• Ideal for high power low voltage applications  
up to 900A

• Proven bayonet coupling design for fast mating 
and vibration resistance

• Visual, audible and tactile locking system
• Water pressure tightness to 1 Bar
• RoHS compliant plating options

• Military ground vehicles
• Shipboard and marine
• Industrial equipment
• Starter motors
• Engines

CA Bayonet Series – Reverse Bayonet Connectors
CAB, VG95234, CA 
COM, CGL
Exceptional vibration 
protection, by a 
simple 120° turn

• Box mount, wall mount, jam nut, thru-bulkhead, 
straight, cable-to-cable, right angle

• Rugged metal connector for high vibration 
requirements

• Sealing up to IP69k
• Wide variety of shell sizes, layouts and accessories
• Solder, PCB and crimp
• Various RoHS compliant plating options

• Military land vehicles
• Heavy equipment
• Production equipment
• Controls systems
• Power distribution units

MDM Series – High Density Micro Connectors
MDM, MDSM, MIL-
DTL-83513, MDLM, 
MDMH, TMDM 
High Temp 
(+200ºC), Ultra  
High Temp (+230ºC)
Ultra lightweight, 
space-saving 
connectors

• Mixed power, coax, filter, hermetic and signal 
layouts

• Wire size: AWG 24 thru AWG 32
• Current rating 3A / max. voltage 600 VAC (40A)
• Standard arrangements: 9, 15, 21, 25, 31, 37, 51 

and 100
• Micro Twist Pin Contact System recessed into 

plug insulators
• Approved to MIL-DTL-83513 specifications

• Missiles and ordnance
• Aerospace launch vehicles
• Oil and gas exploration
• Industrial automation

Hi-Reliability D-Sub Connectors
Crimp or Solder: 
Combo – D, 
MIL-DTL-24308, 
Stainless Steel, 
Hermetic, Filter,  
Space Grade,  
& Industrial
Ideal high-reliability 
I/O solution 

• Configurations – Signal/power combo, crimp, 
solder, pc tail, filter/ hermetic

• Up to 104 contact positions
• Power contacts to 70 amps
• Standard, high density, double density versions
• Accessory: back shells w/locking hardware, 

guide plates & polarization options
• Qualified to MIL-DTL-24308

• Missile systems
• Military aviation
• Shipboard
• Commercial aerospace
• Communication and data systems

ITT Cannon
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MIL-PRF Polymer Electrolytic Capacitor
T580/T581
New non established 
and established 
reliability conductive 
polymer, SMD 
capacitors for 
mission critical 
applications

• Very low ESR values down to 10mΩ
• Failure rates available
• Surge current testing options
• Group A and Group C available
• 100% accelerated steady state aging
• High frequency capacitance retention

• Decoupling, filtering and hold-up in 
defense and aerospace applications 
with low ESR or a benign failure 
mode requirement

Polymer Electrolytic Capacitors for High Reliability Applications
T540/T541 (HRA 
– High Reliability 
Alternative)
Conductive polymer, 
surface mount 
capacitors

• Approved for DLA Drawing 04051/04052
• B, C and D failure rates available
• 100% accelerated steady state aging
• Improved humidity capability 85°C/85% RH,  

1.0VR (in black colour epoxy) available
• Very low ESR values down to 5mΩ
• Surge current testing options

• Decoupling, filtering and hold-up in 
defense and aerospace applications 
with low ESR or a benign failure 
mode requirement

Polymer hermetically sealed and SMD capacitors
T550/T551  
and T555/T556
Axial leaded 
and Surface 
mount polymer 
hermetically sealed 
(PHS) devices for 
High Reliability 
Applications

• DLA drawing 13030 qualified parts  
available (T550)

• 100% simulated breakdown screening
• 100% constant voltage conditioning (240 hours)
• 100% surge current tested
• Approximately 25% lighter than equivalent  

wet tantalum
• Extremely low ESR

• High voltage power management 
applications

• Buck/boost converter applications
• Filtering applications
• Hold-up capacitors applications
• High ripple current applications

Automotive Grade Polymer Electrolytic Capacitors
T598/T599
Harsh conditions, 
such as high 
humidity and 
temperature, are  
a concern

• Ultra low ESR 
• Full compliance with AEC–Q200 qualification 

test plan
• (T598 125°C, T599 150°C)
• Qualification plan based on AEC–Q200  

with 85°C/85% RH load for 1.000hours
• Subject to PPAP/PSW and change control
• Volumetrically efficient
• Meets or exceeds EIA standard 535BAAC

• Decoupling and filtering applications 
with harsh conditions

• Automotive applications such as 
infotainment, ADAS, chassis and 
safety & powertrain with harsh 
conditions

MIL-PRF-32535 MLCCs
MIL-PRF-32535
High Reliability 
Surface Mount 
Capacitors, qualified 
per MIL-PRF-32535 
M and T level

• Patented BME technology
• Qualified per MIL-PRF-32535 (QPL),  

M and T Level
• Flexible termination option available
• EIA 0402, 0603, 0805, 1206, 1210, 1812, 

2220 case sizes
• C0G, BP and X7R Dielectrics available
• Over 55-fold increase in capacitance over  

MIL-PRF-55681

• Critical timing
• Decoupling
• Bypass
• Filtering
• Transient voltage suppression
• Circuits requiring low loss

KEMET Power Solutions (KPS) Automotive Series
KPS
KEMET Power 
Solutions (KPS)

• AEC Q200 automotive qualified
• -55°C to +125°C operating temperature range
• DC voltage ratings of 500V and 630V
• EIA 2220 case size
• Higher capacitance in the same footprint
• Proprietary lead-frame technology to vertically 

stack one or two multilayer ceramic chip 
capacitors into a single compact surface  
mount package

• Switch mode power supplies (input 
filters, resonators, tank circuits, 
snubber circuits, output filters)

• High voltage coupling and DC 
blocking

• Voltage multiplier circuits

Kemet
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Microwave Products 
Power dividers 
Millimeter wave 
solutions for 5G 
applications  

• Broad band 2 to 18GHz frequency coverage 
• Low excess insertion loss 
• High isolation 
• Excellent phase and amplitude balance 
• No external resistors required 
• Compact solder surface mount package 

• Military 
• Aerospace 
• Telecom 
• 5G 

Microwave Products 
SMD bandpass 
filters 
Millimeter Wave 
Solutions for 5G 
applications  

• Fully shielded component 
• Solder surface mount package 
• Moisture sensitivity level: MSL1
• Frequency stable over temperature 
• Temperature stable -55ºC to 125ºC 
• Characteristic impedance: 50Ω

• Military 
• Aerospace 
• Telecom 
• 5G 

Microwave Tuning Elements
Dyna-Trim 
and precision 
microwave tuners

• Brass/invar/sapphire/alumina/quartz/Eccosorb®

• Torque mechanism
• Gold or chromate finish
• LC option

• Cavity filter tuning
• DRO tuning
• Waveguide
• Strip line

Multilayer Ceramic Capacitors
High capacitance 
StackiCap X7R 
(1812 – 3640)
High Capacitance 
High Voltage 
Ceramic Capacitors

• High voltage high capacitance MLCC, stable 
dielectric type II

• Deliver better reliability and compactness  
to replace stacked or film cap 

• Capacitance range to 5.6uF; voltage range: 
200V to 2kV

• Available with a range of termination options, 
including tin/lead

• Flexicap termination designed to reduce stress 
damage to MLCC

• General usage for DC-DC converter, 
AC-DC converter circuits in military 
equipment and communication 
infrastructure

Multilayer Ceramic Capacitors
Low-ESR C0G Q 
and U series (0402 
– 3640); High 
power RF high Q 
(2225, 4040)
RF High Q 
Capacitors, High 
Capacitance High 
Voltage Ceramic 
Capacitors

• Low dissipation for high frequency, stable high  
Q material 

• Low loss performance in systems below 3GHz
• Available in vast range of sizes 0402 to 3640
• Ultra-low ESR and high temperature (150C) 

available in 0402, 0603, 0805 and 1111
• 2225 and 4040 extended voltages up to 7.2kV 

for 2225 and 4040 in high power applications
• Termination option with Knowles FlexiCap to 

enhance board flexure capability

• Applications in military radar and 
radio communication system

• RF circuit Impedance matching, DC 
blocking, coupling and decoupling

Multilayer Ceramic Capacitor 
Pulse Energy 
Capacitors 
Single or multiple 
pulse applications

• Small size
• More energy in cold temperature detonation
• Low ESR
• Low Inductance

• Military detonation
• Rocket ignition

Knowles
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AQHVxx-01ETG / AQHVxx-01ETG-C for automotive ESD protection
AQHVxx-01ETG 
and  AQHVxx-
01ETG-C Series
Unidirectional and 
bidirectional diode 
array for automotive 
ESD protection

• Low clamping voltage
• Low leakage current
• Small SOD882 packaging helps save  

board space

• Automotive applications 

AQ24-01FTG and AQ24C-01FTG for LIN Bus Protection
AQxx-01FTG , 
AQxxC-01FTG
Unidirectional and 
bidirectional diode 
array for LIN bus 
protection

• Low clamping voltage
• Low leakage current
• Small SOD323 package fits 0805 footprints

• Automotive electronics
• LIN bus protection

AQ24CANFD and AQ24CANA  Diode Array for CAN Bus
AQ24CANFD and 
AQ24CANA series
Diode arrays for 
CAN bus protection

• Automotive grade components
• Low clamping voltage
• Low leakage current

• CAN bus protection
• Automotive applications
• Electronic control units
• Body control units
• ADAS control units
• PowerTrain control units

SZ Families Automotive SMT TVS Diode from 200W to 1500W
SZ1SMA, SZ1SMB, 
SZ1SMCxxA, 
SZ1.5SMCxxA, 
SZP6SMB, 
SZSMFxxA
Popular power 
dissipation rating 
for automotive 
applications

• Standard package and compact footprint allow 
quick and easy layout ideally suited for use in 
automotive equipment and many other industrial/
consumer applications

• SMA, SMB, SMC and SMF packages

• Automotive applications

TPSMx Families Automotive SMT TVS Diode from 400W to 1500W
TPSMF4L, 
TPSMA6L,  
TPSMB, TPSMC
Popular power 
dissipation rating 
for automotive 
applications

• Standard package and compact footprint  
allow quick and easy layout in high  
reliability applications

• SMA6L, SMF, SMB and SMC packages
• Large range standoff voltage options to pick from

• Electronic Control Units (ECUs)
• Automotive sensors
• BCMs/LIN Bus/ CAN bus
• On-board entertainment systems

SLD8S SMT TVS for Load Dump Protection
SLD8S automotive 
SMT TVS diode
Meets ISO7637-2 
5a/5b protection 
and ISO16750 load 
dump test 

• 7000W (10/1000µs) or 2200W (load dump) 
peak pulse power dissipation ratings

• SMT package is ideal for automatic pick and 
place assembly and reflow processes

• Meets ISO7637-2 5a/5b protection and 
ISO16750 load dump test 

• Inductive load switching protection
• Alternator load dump protection

Littelfuse
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3000W High REL TVS in SMT DO-214AB Package for Transient Voltage Protection
SMDJ-HR/
SMDJ-HRA High 
Reliability Series 
TVS Diode
5V-150V (SMDJ-
HR) / 5V-170V  
(SMDJ-HRA) reverse 
stand off voltage

• AS9100 certified and TS16949 certified facility 
• 100% screen test sorting
• Group B test sorting (SMDJ-HR Series)
• Ready to order 3000W peak pulse power rating 

in P600 Package
• Allows for easy design in compliance with  

the RTCA/DO-160 Standard
• Long history of use in the aerospace industry

• Higher reliability performance  
under harsh conditions

30000W High REL TVS in P600 Package for Transient Voltage Protection
30KPA-HR/30KPA-
HRA High 
Reliability Series 
TVS Diode
28V-345V reverse 
stand off voltage

• AS9100 certified and TS16949 certified facility 
• 100% screen test sorting
• Group B test sorting (30KPA-HR Series)
• Ready to order 30000W peak pulse power 

Rating in P600 package
• Allows for easy design in compliance with the 

RTCA/DO-160 standard

• Higher reliability performance  
under harsh conditions

5000W High REL TVS in P600 Package for Precision Overvoltage Protection
TLP / TLPA High 
Reliability Series 
TVS Diode
10V-40V reverse 
stand off voltage

• DO-160/DC protection & MIL-STD-704 
compliance

• AS9100 certified and TS16949 certified facility 
• 100% screen test sorting
• Group B test sorting (TLP Series)
• Ready to order 5000W peak pulse power rating 

in P600 package
• Allows for easy design in compliance with the 

RTCA/DO-160 standard

• Designed to protect sensitive 
electronics from 50ms2 test 
waveform

• Applications require higher reliability 
performance under harsh conditions

Product Series & Description  Features & Benefits Applications

FCT D-Sub Connectors
Providing effective 
D-Sub solutions 
for a variety of 
applications

• Plastic and metal backshells
• Machined contacts
• Many different combinations of materials and 

gold plating thicknesses
• Water-proof IP67 available
• Off-the-shelf and custom mixed layout D-Sub 

connectors available
• Non-magnetic available

• Commercial aviation
• Data/computing
• Defense
• Industrial automation
• Medical
• Telecomms/networking

Temp-Flex Specialty Wire and Cable Products
Technological 
solutions for a  
wide variety of 
specialty markets

• Diverse range of specialty wires, cables and coils
• Microminiature wire, coaxial, multicore and flat 

ribbon cable solutions
• Employs an extrusion process using 

fluoropolymer insulation
• All Temp-Flex product lines adhere to RoHS 

compliancy standards
• Designed for extreme conditions and harsh 

environments

• Medical
• Industrial automation
• Commercial aviation
• Defense
• Telecomms/networking

Littelfuse

Molex
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SMPM RF Blind-Mate Connectors
Maximizing 
performance in  
even the most 
compact spaces

• Frequency range of DC to 65 GHz
• Blind-mate female interface
• 30% smaller than SMP designs
• Negligible Voltage Standing Wave Ratio  

(VSWR) degradation
• Push-on design
• Multi-port configurations are available  

upon request

• Military and aerospace
• Test and measurement equipment

FlexPlane Optical Flex Circuits
Providing a  
versatile, high  
density routing  
on a flexible  
substrate

• Diverse substrate size, shape and packaging
• Available in virtually any routing scheme
• Compatible with MT Ferrules
• Entire circuit is 100% insertion loss (IL)  

and continuity tested
• Compatible with mass and discrete-fiber 

terminations
• Singlemode, multimode or hybrid versions

• Defense
• Networking
• Telecommunications

Ruggedized Backplane Cable Assemblies
Increase 
communication 
capabilities for
defense and 
aerospace 
applications

• Adaptable backplane interfaces cabled to 
ruggedized connectors

• Extensive engineering design and testing 
expertise 

• Metal backshells optional
• Posititve latch option
• Designed to meet VITA standards and data  

rates yp to 25 Gbps
• Blindmate capable 

• Aerospace and defense
• Industrial 
• Data/computing
• Telecom/networking 

Impel and Impel Plus Backplane Solutions
Industry-leading 
signal integrity, 
density and data 
rates up to 56 Gbps

• Compact, compliant-pin backplane connector
• 92 Ohms nominal Impendence
• Fully automated production line and testing
• Multiple pitch options available
• Grounding tail aligner for lead frames
• System provides full channel solution

• Data/communications
• Defense
• Medical
• Networking
• Telecommunications

Mini-Fit Power Connectors
Versatile family of 
power connectors 
for a wide range of 
applications

• Fully isolated terminals
• Polarised mating geometry
• Positive locking housings
• Multi-colour cable configurations with Mini-Fit 

TPA2 Connectors available off-the-shelf
• Blind mating interface option available 
• Terminals feature a patented, elongated  

dimple design

• Automotive
• Consumer
• Industrial
• Commercial vehicles
• Telecomms/networking
• Medical 

Molex
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Low Profile TO-252 Resistor
TKH45 Series
Thick film 45 watt 
resistor

• Elimination of thermal layers for greater 
performance

• No wire bonds for increased reliability
• Larger resistance area for increased surge 

handling
• 45 watts of thermal dissipation with proper 

heatsinking non inductive thick film construction

• Pre-charge
• Snubbers
• Motor control inverters
• In-rush current protection

Metal Clad High Power Wirewound
ARG Series
Chassis mount  
with leaded 
connection points

• Insulated 0.25 inch quick connectors
• Great impulse characteristics
• Wattage range from 120 watts to 400 watts

• Motor control
• Dynamic braking
• Frequency converters

Force Sense Resistor
FSR Series
Resistance based 
sensor for touch  
or load sensing

• Sense range from 20g to 5Kg
• 7 different sizes and shapes life cycle testing  

to 10M actuations
• Several different connection types

• Object or human detection
• HMI (Human-Machine Interface)
• MMI (Machine-Machine Interface)

Metal Foil 4 Terminal Chip
FC4L Series
Kelvin connection 
for precision 
measurement

• Great size range from 0306 to 2043
• Long edge electrodes for greater current capacity
• Values down to 1m ohm and tolerances down  

to 0.5%
• Excellent stability down to 50ppm
• Wattage range from 0.25 watts to 5 watts

• Power supplies
• Battery management
• Telecommunications
• Consumer devices

High Power TO-247 Resistor
TEH140 Series
Thermally efficient 
TO-247 packaged 
resistor

• 140 watts of power dissipation
• 0.10 ohms to 510K ohms resistance range
• 0.9°C/W of thermal resistance from resistor  

to flange
• 2500 VAC of withstanding voltage

• Inverters
• UPS
• Motor controls
• Green energy
• Snubbers

Precision Current Sense Chip
KDV Series
Low values, tight 
tolernaces and 
stable TCR values

• Halogen free
• Precision current sensing with low TCR
• Low inductance overload rating of 2X's  

rated current
• Excellent long term stability

• Telecommunications
• Precision measuring equipment
• Industrial power supplies
• Battery management systems

Ohmite
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Pan-Steel® Stainless Steel Installation Tools 
RT2HT and  
BT2HT Series
Industry-leading 
ergonomic tools 
to promote worker 
safety and improve 
productivity

• Superior cutter design reduces cutting effort  
by 50%, diminishing operator fatigue

• Adjustable tension control provides consistent 
bundle tension

• Narrow nose design allowing access to  
confined space

• Multi-position rear handle provides flexibility  
for a one or two hand installation

• Cable tie side entry for immediate positioning  
of tie and tool to speed installation

• Indoor, outdoor and direct burial
• Resistance to chemicals,  

vibration, radiation, weathering  
and extreme temperatures

• Resistance to extreme temperatures, 
chemicals, salt-water spray and  
ultra-violet light

• Ships, submarines, aircraft, chemical 
plants, refineries, industrial facilities, 
oil rigs and refineries

Pan-Steel® Double Wrapped Self-locking Cable Tie
MLTD Series
Double wrapped 
cable tie

• Self-locking head design speeds installation and 
locks into place at any length along the tie body

• Cable tie body passes through the head two 
times for additional strength

• Available in heavy, extra-heavy and super-heavy 
cross section

• Available in AISI 304 stainless steel for general-
purpose application

• Available in AISI 316 stainless steel for the most 
corrosive environments

• Super-heavy double wrapped tested for short 
circuit applications up to 71.5kA

• Indoor, outdoor and direct burial
• Resistance to chemicals,  

vibration, radiation, weathering  
and extreme temperatures

• Resistance to extreme temperatures, 
chemicals, salt-water spray and  
ultra-violet light

• Ships, submarines, aircraft, chemical 
plants, refineries, industrial facilities, 
oil rigs and refineries

Pan-Steel® Self-Locking Cable Ties
MLT Series
Self-locking head 
design speeds 
installation 

• Self-locking head design speeds installation and 
locks into place at any length along the tie body

• Provides a strong, durable method of cable 
bundling

• Smooth surfaces and rounded edges assures 
cable protection and worker safety

• Available in AISI 304 stainless steel for  
general-purpose applications

• Available in AISI 316 stainless steel for the most 
corrosive environments

• Indoor, outdoor and direct burial
• Resistance to chemicals,  

vibration, radiation, weathering  
and extreme temperatures

• Resistance to extreme temperatures, 
chemicals, saltwater spray and 
ultraviolet light

• Ships, submarines, aircraft, chemical 
plants, refineries, industrial facilities, 
oil rigs and refineries

Features & Benefits – Pan-Steel® Self-Locking Cable Ties
Panduit® Pan-Steel® Stainless Steel Ties are engineered for safety, productivity and durability by providing round edges  
and smooth surfaces, easy threading, high loop tensile strength and tight clamping.

Self-Locking Head Construction

Patented  
aggressive  
locking head
Quicker locking,  
tighter installation

Patented  
lead in design
Wider entrance  
for easier threading

Patented innovative 
displacement lock
Assures superior 
locking strength

Extended  
retaining tab
Increases overall 
tie strength

Strengthening ribs
Stronger head 
increases lock  
strength

Unique  
locking ramp
Assures locking 
in any position

Panduit
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Modular Rectangular Multipin Connectors
EPX™ – EN4644 • High density solution compared to  

circular connectors
• High modularity with many shell sizes
• Combines compactness and very high density
• Wide range of contacts covering any technology
• Time savings and cost effectiveness 

• Panel integration on EWIS 
applications

• Disconnect panel, rack and panel
• Galley applications
• Line Replaceable Unit (LRU)
• Line Replaceable Module (LRM)

Rack And Panel Multipin Connectors
NSX – ARINC 600 • Mix and match selective plated contacts

• Cost effective inserts
• Fully qualified under Arinc 600 specifications 
• RoHS compliant, environmentally friendly solution
• Widest range of Arinc 600 connectors on  

the market

• Avionics bay on commercial airplanes
• Line Replaceable Unit (LRU)

Miniature Multipin Connectors
QUICKFUSIO™ • Lightweight design with only 20 grams per pair

• Extreme compactness and contact density
• Tool-less locking slide, one finger mating
• 10 Gb/s version available, outstanding  

signal integrity

• Perfect connector solution for EWIS 
and cabin interior

• Seat actuation systems
• In-Flight Entertainment (IFE)
• In-seat power supply and network
• Lighting and Passenger Service 

Units (PSU)

High Density MT Based Connectors
C-MTitan™  
and Q-MTitan™ 
ARINC 846

• High density of standard MT ferrule (12 or  
24 fibres)

• Innovative design to protect the MT ferrule
• Durability up to 500 mating cycles
• Fits size 8 Quadrax cavity
• Base design for the industry standard:  

ARINC 846
• Robust and cost-effective solution per  

optical channel

• Radars
• In-Flight Entertainment (IFE)
• Displays
• Unmanned aircraft

Active Optics
D-Lightsys© 
transceivers, 
F-Light, WildcatFMC

• Data rate up to 10 Gbps
• Use 850 nm VCSEL emitters
• Low power consumption
• Compatible with vibration up to 50GRMS
• Operating temperature range -40°C to +95°C 
• Very small form factor

• Avionics
• Radars and on-board electronic 

warfare systems
• In-Flight Entertainment (IFE)
• Heads Up Display (HUD)
• High speed data networking
• Power and flight management

Optical Interconnect Solutions
LuxCis® ARINC 
801/EN4639-101

• Complete ruggedized product range
• Includes hybrid and hermetic connectors
• Singlemode APC version with excellent 

performance
• High density solution (circular #25 fits 32 

channels)
• Wide range of MIL-DTL-38999 with  

LuxCis® contacts
• Hybrid and hermetic harnesses available

• Avionics
• In-Flight Entertainment (IFE)
• Heads Up Display (HUD)
• Power and flight management
• Radar (RF over fibre)
• Sensors

Radiall
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RF Coaxial Connectors
SMP, SMPM, 
SMPW, SMP-LOCK, 
TNC Self-Lock, 
SMA, BMA

• Frequency range available up to 100 GHz
• Locking connectors for high mechanical stress 
• Hermeticity guaranteed, leak rate less than  

10-8 cc/sec
• Smallest board-to-board x-band solutions
• High misalignment board-to-board coaxial links 
• Size #12 40GHz coaxial contacts for 38999 

and multipin

• Radar and electronic warfare
• Munition
• Unmanned aircraft
• Airborne multi-mission
• Airborne surveillance

RF Cable Assemblies
Hand-Formable, 
Semi-Rigid, SHF

• SHF ultra low loss, optimized up to 67GHz
• Phase matching option, typical ± 0.28°/GHz
• Armoured, lightweight and airframe versions
• Short-bend solutions for limited space
• Hermetically-sealed cable assemblies
• Ultra flexible SHF cable, flexure life cycle 

140,000

• Radar and electronic warfare
• Munition
• Unmanned aircraft
• Airborne surveillance
• Naval radar systems

Optical Interconnect Solutions
Luxcis® Arinc 801, 
Q-MTitan™ Arinc 
846, ExoBeam™, 
EB-Luxcis®, 
D-Lightsys®, F-Light

• Ruggedized FO contacts for 38999 and multipin
• High density MT based size #8 sealed contact
• Single-mode APC contacts: IL 0.1dB /  

RL > 65dB
• Free-space optical, data rates up to 5Gbps
• Expanded Beam solutions, up to 3000  

mating cycles
• MT ferrule solutions to withstand -55°C to +105°C

• Radar and electronic warfare
• Munition
• Unmanned aircraft
• Airborne multi-mission
• Airborne surveillance
• Tactical radio systems

Multipin Mil-Aero Connectors
EPXB2, MPX, DSX, 
QuickFusio™ 

• Weight and space saving rectangular  
connector solutions

• High temperature range solutions -65°C  
to +150°C

• Quick mate miniature connector easy to install
• Salt spray resistance 500 hours
• High density connectors for limited space
• Permanent sealing when the connector is installed

• Radar and electronic warfare
• Munition
• Unmanned aircraft
• Airborne multi-mission
• Airborne surveillance

RF and Microwave Components
Terminations, 
Attenuators,  
Power Divider, 
Quartz Relays,  
RF Couplers and 
Coaxial switches

• Frequency range from DC up to 67 GHz
• Power up to 1000 W
• Qualified for harsh environments per MIL-

DTL-39030
• High RF performance, robust design
• SM RF relay featuring 5 million typical  

switching cycles

• Radar and electronic warfare
• Munition
• Tactical radio systems
• Airborne multi-mission
• Naval radar systems

Antennas
GNSS Antennas, 
Radio Antennas

• Form factors available: whip, blade  
and overmolded

• Wide radio range: VHF, UHF, L and S Band
• Suitable for harsh environmental conditions
• Sealed IP67/68
• Multi GPS frequencies: L1/L2, Galileo,  

Glonass, Beidu

• Tactical radio systems
• Soldier radios

Radiall
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High Power, Quick Release Circular Connectors – HBB Series
Ruggedized  
High Performance 
Circular Power 
Connectors for 
Harsh Environments.

• Current rating 300 A and 500 A
• Simple push lock to mate connector
• Quick release latch to unmate
• 360° EMI/RFI shielding option
• Sealed IPx7 and IP6K9K when mated
• RoHS compliant black zinc nickel, zinc-cobalt 

plated or nickel plated shells

• High power supplies  
for the defense market

• Armoured vehicles

High reliability 2mm / cPCI connectors
NASA approved 
rugged 2mm 
footprint cPCI 
backplane system

• Interchangeable with cPCI COTS Systems
• Modular design for standard 3U/6U 

configurations immune to shock and  
vibration fretting

• Available in NASA GSFC qualified versions
• Reverse gender to commercial 2mm products
• Keying feature for proper mating
• Qualified for spaceflight under NASA-GSFC 

specs S311-P-822, EEE-INST-002

• Industrial
• Commercial aerospace
• Defense
• Instrumentation
• Data acquisition
• Communications
• Machine control
• Human machine interfaces

MIL-DTL-55302 Compliant PCB Connectors – KN, HP Series
High reliability NASA 
and ESA qualified 
55302 compliant 
connectors with 
mixed signal, power 
and coaxial contacts

• Over 2,500 models can be constructed with 
available components

• 0.60 diameter pins/sockets rated at 4 Amps
• Straight dip, right angle solder, crimp, solder  

cup and Wire Wrap® terminations
• Alignment and keying provided by the end  

guides – 36 combinations
• Immunity to shock and vibration fretting
• Average insertion/extraction force of 1 ounce 

per contact

• Cockpit, engine and flight controls 
and in-flight entertainment (IFE)

• Avionics engine controls and fire 
control systems

• Missiles, missile detection and 
guidance

• Military ground support, ship-board 
torpedoes and communications 
equipment

• International space station, 
spacecraft/satellites

High Density PCB Signal Connectors – CMD Series
High density 
standard MIL 
compliant PCB 
connectors designed 
for high performance 
applications in harsh 
environments

• Conforms to MIL-DTL-55302 general 
requirements and TPR 02013

• High shock and vibration proof (no micro 
interruptions – test: 2ns)

• 0.6mm contact diameter, available from 42  
to 316 contact positions 

• Immunity to detrimental fretting due to shock  
and vibration

• High contact density and lightweight connector

• Aerospace, military/defense: 
conforms to MIL-DTL-55302 

• Space: CSD conforms to ESA 
ESCC 3401

ESA Space Qualified Backplane Connectors – SpaceNXT™ Aurora Series
COTS Plus 2mm 
Hard Metric 
backplane 
connectors tested 
and qualified to 
ESA ESCC 3401 
specifications

• High reliable solution from an AS9100 certified 
supplier avoiding additional site audits

• Available in 3 sizes: 55, 110 and 125 pin straight 
and right angle versions

• Meets the mechanical footprint of hard metric specs
• 1.27µm (50µin) coverage on contact mating 

surfaces offering greater resistance to fretting 
versus alternate plating materials

• High reliable solution
• Demonstrated readiness for low earth  

orbit environment

• Space market
• Specifically designed  

for LEO satellites

We integrate the highest performance contact technologies into a broad range  
of high power, high speed quadrax/twinax, fibre optic, EMI/EMP filter, spring probe 
interconnect solutions.

Smiths Interconnect
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Miniature Snap Fit Connectors – SnapTac® Series
Lightweight,  
robust, quick 
release, miniature 
connector designed 
to meet demanding 
specifications

• Available in both circular (7, 13, 19 way)  
and rectangular (12, 21, 30 ways)

• Equipped with Hypertac Hyperspring contacts
• IP67 sealed according to IEC529 when mated 

and unmated, EMI shielding
• Offered with and without over-moulding  

and cabling

• Demanding defense market 
programs, including communication 
and identification/recognition

High density ESA qualified PCB connectors – MHD/MDD/MDP Series
ESA qualified, high 
density board to 
board and board to 
wire interconnect 
available in up to 
400 positions mixing 
signal, power and 
coaxial contacts

• SA qualified: ESCC 3401/065 available  
from 52 to 400 signal contacts with straight, 
surface mount tail and 90° termination styles 
support up to 32 power or coaxial contacts  
(2.00 contact diameter)

• Two housing versions: ruggedized metal shell 
and plastic shell

• Signal and HE 807 cavities for power and  
coaxial contacts

• Designed for the harshest 
environments of commercial 
aerospace

• ESA satellites

Rugged High speed, VITA Backplane Connector System – KVPX Series
Shielded, high-density, 
high-speed, modular 
interconnect system 
that provides 
unrivalled performance 
in harsh environments 
while adapting to the 
VITA standard design 
requirements

• Compatible with VITA 46, 47 and 78  
(space) standards

• High Speed up to 16 Gbps
• Flexible modular design for standard 3U  

and 6U as well as custom configurations
• Faceplate to protect daughter card pins;  

press-fit termination

• Intelligence, Surveillance and 
Reconnaissance (ISR) 

• Signals Intelligence (SIGINT)
• Radar applications 
• Electronic Counter Measures (ECM)

Twinax and Quadrax high-speed rugged D-Sub Series
High impedance 
D-Sub connectors 
designed to ground 
the outer shield of 
a twinax or quadrax 
contact directly 
to the shell of the 
connector

• Low RF noise and high durability over 500 
mating cycles

• Offered with 100 ohm quadrax and/or differential 
pair twinax contacts

• Meet MIL-STD-202 requirements for shock  
and vibration

• Optimized impedance matching for signal integrity
• Cable assembly options available

• High speed applications of  
defense, space and commercial 
aerospace markets

Differential MIL-DTL-38999 Twinax and Quadrax Connectors
MIL-DTL-38999 
Quadrax/Twinax 
connectors with data 
rates up to 3 Ghz for 
board-to-board high 
speed data transfer

• Bandwidth up to 3 GigaHertz
• Cable assembly options available
• High speed matched impedance data-on-

demand applications
• High speed data filters: Quadrax and Twinax
• High speed multi-contact MIL-DTL-38999 

compliance
• QPL plug sub assembly MIL-DTL-38999 

compliance

• Ideal for reliable, high-speed transfer 
of digital audio/video signals in 
defense, space and commercial 
aerospace markets

Spring Probe Interposers and Connectors
Spring probe 
technology in  
custom interposers 
and connectors

• Low profile, high compliance ratio
• High insertion life
• Suited for blind mate connections
• Ideal for high shock and vibration environments
• From few to over 300 contact positions
• Contact termination: solder cup, straight  

Through Board Solder (TBS)

• Defense: communication and radar
• Space: satellites GEO and MEO 

and launchers

Smiths Interconnect
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EN3646/MIL-C-26462 Series II Connectors
852 Series
Bayonet coupling 
lightweight 
connectors

• Quick mating – bayonet coupling
• High contact density – up to 61 contacts #20
• High performance shielding – Metal housing and 

360° teeth option
• Various PC tail contacts length, with backshells, 

shunted available.
• High sealing – fuel tank, resin sealed,  

hermetic available

• Airframe pressurized area
• Aircraft cabin/IFE
• Fuel management
• Military aerospace systems
• Radar and detection

EN2997 / ESC Qualified Connectors
853 Series
High temperature fire 
wall connectors

• High temperature – up to 260°C (500°F) and  
20 minutes in fire

• Corrosion resistance – 500 hours salt spray
• Upgraded vibration performances – Self locking 

coupling mechanism
• EMI resistance – 65dB and 40kA lightning  

indirect peak
• Qualified per ASD Cert EN2997 and ESC. Based 

on MIL-83723 Series III with additional features
• Integrated backshell version available

• Power and actuation
• External lighting
• Landing gear
• Fuel management
• Sensors
• Engines

MIL-DTL-38999 Series I and VG96912 Connectors
8LT and 8ST Series
MIL spec aerospace 
and military bayonet 
connectors

• Quick and secure mating – 3 point bayonet  
locking system

• Mis-mating, error proof positioning – 5 keyway 
polarization positions

• Large choice of insert arrangements
• 7 different shell types available
• RoHS version available
• PCB contacts available in standard or potted 

connector for high sealing

• Civil and military aerospace
• Marine equipment
• Communications equipment
• Medical instrumentation
• Test equipment
• Ground military

MIL-DTL-38999 Series II connectors
8T Series
MIL spec low profile 
bayonet connectors

• Wide range of shell sizes & layouts. High contact 
density, up to 128

• Fast and secure mating – Bayonet quick coupling, 
audible, sensitive and visible coupling

• Lightweight, lower profile connector design  
(30% shorter than 8LT)

• EMI shielding and high resistance to vibration  
and fluids

• RoHS QPL approved cadmium-free alternative

• Civil and military aerospace
• Missiles and weapons systems
• Armoured carrier and tanks
• Communication equipment
• Medical instrumentation
• Marine equipment

MIL-DTL-38999 Series III Standard Connectors
8D Series
MIL spec aerospace 
and defense 
connectors

• Metal contact retention clip – vibration and  
high temperature resistance

• Standardized insert for all series metal clip –  
better availability and flexibility

• Wide contact platform metal clip – a large  
array of different contact technologies available

• RoHS compliant finish – QPL approved  
cadmium-free alternative

• Miniature version also available: micro38999

• Civil aeronautics
• Military aeronautics
• Defense
• Ground military
• Industrial – railway
• Marine – offshore

MIL-Spec Backshells
AS85049 
Backshells
Strain relief, band 
adapter, EMI/
RFI for MIL-Spec 
connectors

• AS85049, D38999 & MS Qualified
• 2 self-locking mechanisms to withstand  

high vibrations
• Lightweight aerospace grade aluminium and 

composite
• Surface finishes compliant with environmental 

regulations
• Signal integrity – EMI/RFI protection and  

corrosion resistance

• Civil aviation
• Military aviation
• Ground transport
• Ground army
• Military marine
• Industry

Souriau-Sunbank
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Fiber Optics
Fiber Optic 
Products 
for Rugged 
Applications
Rugged end-to-end 
solutions for more 
bandwidth, more 
distance, more 
performance

• Gigabit Ethernet data transmission components
• HD and 3D video uncompressed transmission 

components and modules
• Serial and analog data transmission solutions
• Chassis-based systems for maximum flexibility  

and aggregation of all data protocols over fibre

• Commercial aerospace
• Military
• Military marine
• Marine oil and gas

VITA 66
VPX standard  
rugged optical 
system
VITA 66.1 / .2 / .3

• MT array connectors
• ARINC 801 termini
• Expanded beam option
• Up to 248 fibres in a 6U system

• Embedded computing
• Avionics
• C4ISR
• Space
• Inflight entertainment
• Unmanned aerial vehicles

Identification solutions
Wiring identification 
and labelling
Cable labels, 
markers, tags  
and printers

• Designed for the most rigorous indoor or  
outdoor use

• You can choose from an array of flexible options 
including adhesive-backed labels

• Printable heat-shrink tubing
• Cable markers and hardware/software systems  

for onsite customization

• Aerospace
• Rail – trains and trackside
• Defense
• Industrial equipment
• Infrastructure installations

Backshells
Circular Backshells
Unscreened and 
screened backshells 
and Hexashield

• Two-part components
• Simple and fast termination
• Low profile
• Boot groove for lip of sealing boot
• Variety of sizes and types
• Rotating coupling nut – uncouple for repairs 

without damaging the boot
• Low manufacturing cost
• Uniform boot recovery – saves space
• Strain-relief & sealing against environment
• Fits various shell sizes and platings

• Repair
• Sealing
• Strain relief
• EMI protection

MULTIGIG RT
MULTIGIG RT 3  
and RT 2-S
VPX advances with 
TE MULTIGIG RT 
connector platform

• Data transfer rates to 25+ Gb/s
• Modular design with backward interoperability
• Ruggedized multipoint contact system meets  

VITA vibration standards

• Military electronics/C4ISR
• Avionics
• Ground defense
• Missile defense
• Space

CeeLok FAS-T Connectors
10 Gb/s Ethernet 
Connectivity, 
compact, rugged  
and reliable

• 1Gig-E to 10Gig-E
• Small, lightweight and rugged
• Field terminable
• Mil-38999 style size 8
• Simple shield termination options
• Modular and scalable

• Military
• Commercial aircraft

TE Connectivity
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MICRODOT 
Small Form Factor 
Connector Series
Durability & Flexibility

• Adaptable to a numerous variety of form factors
• Low engaging force is achieved by the manner in 

which Twist Pin Contacts are designed
• The metal shell and plastic shell are available with 

solder cup and solid or stranded wire terminations
• Mating force maximum is 10oz. [2.78N] times the 

number of contacts
• Durability
• Current rating — 3 amps max per contact

• Military
• Space
• Downhole offshore oil and gas
• Geophysical exploration
• Commercial satellites
• Commercial aerospace

SEACON WET-CON Series
Wet-pluggable 
electrical 
connectors

• 1 to 16 contacts, 3 connector body sizes
• Up to 20,000 psig (approx. 45,000ft/13,700m) 

mated
• 600 VDC with standard cable
• 19 amps maximum current (cable dependent)

• ROV’s (Remotely Operated 
Vehicles)

• Diver equipment
• Defense

AD&M Wire and Cable Products
Spec 44, Spec 55 
and Flexlite

• Reduced size and weight
• Shortened design cycle
• Increased reliability
• Design for manufacturability
• Custom designs offer optimal solutions

• Special vehicles
• Commercial aerospace
• Motorsports
• Space
• Ground defense
• Marine

Heat Shrink Tubing
Protect from 
abrasion, corrosion 
and noise

• Spool lengths, nonstandard cut lengths, 
expanded/recovered I.Ds

• Multiple products are offered in flame-retardant 
(FR) versions

• Meet AS23053 and MIL-PRF-46846  
standards – single wall

• Comply with AS23053 standards – dual wall, 
heavy duty, harnessing and specialty

• Most are UL recognized/CSA certified
• Custom specs and tolerances

• Single wall tubing
• Dual wall tubing
• Heavy duty tubing
• Harnessing tubing
• Auto & truck heat shrink tubing
• Specialty tubing

High Performance Relays
Flipping the switch 
on relays

• Designed specifically to operate in extremely 
rigorous environments

• Includes COTS (commercial off-the-shelf),  
Mil-Spec, plus highly specialized and  
custom-designed products

• Designed to withstand extreme shock, vibration, 
temperature and altitude

• Hermetically sealed
• Qualified to QPL L, M & P levels

• Aerospace
• Defense
• Space
• Alternative energy and hybrid drives
• Special vehicles

MIL -DTL-38999 Series
Withstand harsh 
environments with  
rugged, capable 
connectors for signal, 
power, control and 
optical needs

• Most popular and widely used subminiature 
circular connectors for military and aerospace 
applications

• Three coupling methods, nine shell sizes  
and a wide variety of contact arrangements

• Rugged reliability
• Designs that save space and weight 
• Solve tough application issues with TE 

• Aerospace
• Defense
• Marine
• Space

TE Connectivity
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Axicom IM Relays
• 50 – 200mW coil power, often also  

bistable (latching) versions
• SMT design for reflow soldering is common
• Small in size
• Typically 2 form C contacts
• 2A/ max 5A rated current
• High contact reliability
• Low and stable contact resistance

• Data communications, telecom, 
consumer and office

• Equipment, intelligent buildings  
and medical

• Network systems
• Modems
• Test equipment
• Wireless infrastructure
• Antenna switching
• High speed routers
• Medical ultrasound equipment
• Printers
• IP phones
• Thermostats
• Emergency lighting
• Fire & security control
• Cameras

AXICOM HF Relays
• Frequency range DC to 6 GHz
• Impedance defined at 50 and 75 Ohm
• Scalable design, Small size, simple circuitry
• Excellent isolation by gas isolated open contacts
• Low insertion loss through metal contacts
• No signal distortion by switching device
• Hot switching capability
• High power carry capability
• Fully automated, no touch, highly repeatable 

manufacturing to ensure high quality

• Antenna switching
• Channel selection
• Power amplifiers
• Instrumentation
• Hi-speed test systems
• Satellite/audio/video tuners
• Wireless base stations and antennas
• Cable modems and line cards/CATV

TE Connectivity

TE Connectivity, TE connectivity (logo), TE, MICRODOT, SEACON, Axicom, MULTIGIG RT, CeeLok FAS-T are trademarks.



www.ttieurope.com/DefenseAeroSpace  39

Defense, Aerospace & Space Defense, Aerospace & Space

Product Series & Description  Features & Benefits Applications

New Space 
Electronics® 
Industry recognised 
recognisable 
discrete components 
alongside standard 
multi-chip array 
configurations.

• Fully traceable die, with space grade heritage
• Known radiation performance 
• High reliability and reduced cost solution
• Made and tested in accordance with MIL-

STD-19500 and ESCC specifications
• Environmental screening to meet mission 

requirements

• Survivable systems
• Communication systems
• Navigation systems
• Power rectification
• Amplifiers

Ceramic Surface Mount Packages
Ceramic Surface 
Mount Packages
High reliability 
discrete ceramic 
surface mount 
packaging

• High temperature performance
• High power density
• Cost effective solution
• Integration and reduced size and weight
• 20V-1200V voltage range
• 30mA-150A current range

• Avionics
• Satellite
• Defense programs
• Down-hole drilling
• Communications

Adjustable Voltage Regulators
N-Channel 
Enhancement 
Mode Power 
MOSFETs
Positive/isolated 
IP117

• Hermetic metal packaging
• Fast switching, low CISS
• Integral Source-Drain Body Diodes
• VDSS = 60V, ID = 1.0A, RDS(ON) = 3.0Ω
• High reliability and screening options available

• Commercial aerospace
• Military aerospace
• Space 
• Industrial

TT Electronics
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MIL-PRF-55342 Qualified Thick Film Chip Resistor
RCWPM (Military  
M/D55342)
Thick Film Chip 
Resistors, Military/ 
Established Reliability
MIL-PRF-55342 
Qualified, Type RM

• Fully conforms to the requirements of MIL-PRF-55342
• Established reliability – verified failure rate; M, P, R, U, 

S, V and T levels
• Construction is sulfur impervious against a high sulfur 

environment (ASTM B 809-95 test method)
• 100% group A screening per MIL-PRF-55342
• Termination style B – tin / lead wraparound over nickel 

barrier

• Aircraft
• Avionics
• Missile systems
• Surveillance
• Communication systems
• Naval vessels

MIL-PRF-55342 Qualified Thin Film Chip Resistor
E/H T-Level  
Military M/D55342
QPL MIL-PRF-55342 
Qualified Thin Film 
Resistor, Surface-
Mount Chip

• T-level (space) qualified
• Passes outgassing requirements of ASTM-E595
• TCR to ± 25ppm/°C
• Tolerances to ± 0.1%
• 100% power conditioning

• Aircraft
• Avionics
• Satellites
• Missile systems
• Weaponry and other combat 

equipment
• Space exploration

MIL-PRF-55342 Qualified Thin Film Chip Resistor
E/H (Military  
M/D55342)
QPL MIL-PRF-55342 
Qualified
Thin Film Resistor, 
Surface-Mount Chip

• Established reliability, ‘S’ and ‘V’ failure rate level 
(10ppm), C = 2

• High purity alumina substrate
• Wraparound termination featuring a tenacious 

adhesion layer covered with an electroplated nickel 
barrier layer for +150°C operating conditions

• Very low noise and voltage coefficient  
(< -25dB, 0.5ppm/V)

• Non-inductive
• Laser-trimmed tolerances ± 0.1%

• Missile/air flight control
• Communication systems
• Ground support radar
• Guidance and navigation control

Space Grade Composite Power Inductors
SGIHLP
New Space Grade 
SGIHLP - MIL-
STD-981 class S 
compliant

• Meet the requirements of MIL-STD-981 class S
• High operating temperature to +180°C
• Magnetically shielded construction
• Rugged package
• Available in 7 case sizes

• Low profile, high current power 
supplies

• High current POL converters
• DC/DC converter in distributed 

power systems
• “Flight-ready” solar inverters
• Noise suppression filters

High Precision Wraparound Thin Film Chip Resistors
P
Wide Ohmic Value 
Range resistors

• Load life stability 0.02% typical at 8000h at  
70°C under Pd

• Low temperature coefficient down to 5ppm/°C 
(-55°C; +155°C)

• Very low noise < -35dB and voltage coefficient  
< 0.01ppm/V

• Wide resistance range: 10Ω to 86MΩ  
depending on size

• Tolerances down to ± 0.01%
• Sulfur resistant

• Avionics
• Military
• Space
• Industrial
• Medical

High-Precision Thin Film Chip Resistor Arrays
PRA
Sulfur Resistant, 
High-stability and 
High-precision 
Resistor Arrays

• Networks of 2 to 8 resistors, with same or different 
ohmic values (Custom PRA network)

• Unique ultra-stable resistive layer: 0.02% drift on 
ratio after 1000 hours at nominal power at 70ºC

• Tight TCR (10ppm/°C) and TCR tracking (down to 
1ppm/°C)

• Very low noise < -35dB and voltage coefficient < 
0.01ppm/V

• Ratio tolerance down to 0.01%
• Sulfur resistant

• Instrumentation
• Calibration
• Data conversion
• Avionics, military and space

Vishay
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ESCC Qualified High Precision Thin Film Chip Resistors
PFRR
ESCC 4001/023 
Qualified R failure 
rate thin film chip 
resistors

• ESA qualified
• TCR down to 10ppm (-55°C to +155°C)
• Tolerances down to 0.05%
• Load life stability: less than 0.25% at Pn at 70°C 

after 2000 hours
• Resistance range: 100Ω to 3,01MΩ
• Very low noise (< -35dB) and voltage coefficient  

(< 0.01ppm/V)

• Space
• Military
• Medical

High-Temperature, High-Precision Wraparound Thin Film Chip Resistors
PHT
Sulfur resistant, 
high stability, high 
temperature thin film 
wraparound chip 
resistors

• Operating temperature range of -55°C to +215°C
• Storage temperature range of -55°C to +230°C
• Temperature coefficient down to 25 ppm (-55°C  

to +215°C)
• Tolerance down to 0.05%
• Wide ohmic range (10Ω – 7,5MΩ)
• Load life stability: 0.35% max. after 2000h at  

220°C (ambient) at Pn

• Down hole drilling instruments
• Avionics and military (braking 

systems)

CH Microwave Resistor
CH
High frequency  
50 GHz thin film 
chip resistor

• High Frequency performances up to 50GHz
• 02016, 0402 and 0603 sizes available
• All sizes available in tape and reel packaging
• Single side termination (Flip Chip) available
• Large resistance range from 10Ω to 500Ω

• 5G base stations and small cells
• RF & microwave test systems 
• Internet Of Things (IoT)
• Connected cars, automotive 

RADARS
• Space and satellite  

radio-communication systems

Electro-Pyrotechnic Initiator Thin Film Chip Resistor
EPIC
The electro-
pyrotechnic 
initiator thin film 
chips (EPIC) are 
resistors dedicated 
to pyrotechnic 
applications

• Predictable, reproducible and reliable behaviour
• Firing energy down to 50µJ
• Very fast firing time down to 50µs
• No fire/all fire ratio up to 70%
• Surface mount design for standard 

assembly process

• Automotive safety systems
• Pilot seat ejection systems
• Explosive bolt disengagement  

of airborne missiles
• Projectile activators
• Mining and demolition
• Fireworks

Vishay
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European HQ, 
Munich 35,000m2  
of dedicated  
warehouse space

ttieurope.com

Local Sales and Technical  
Support in over 40  
Locations Across EMEA

Notes



Austria
Vienna
T: +43 (0) 18 79 85 90
E: sales.vienna@at.ttiinc.com

Benelux
Eindhoven
T: +31 (0) 40 290 1616
E: sales.benelux@nl.ttiinc.com

Bulgaria
Varna
T: +359 52 51 10 59
E: sales.varna@bg.ttiinc.com

Czech/Slovak Republic
Brno
T: +420 541 126 714
E: sales.brno@cz.ttiinc.com

Denmark
Copenhagen
T: +45 (0) 43 29 35 35
E: sales.copenhagen@dk.ttiinc.com
Risskov
T: + 45 (0) 38 41 31 00
E: sales.copenhagen@dk.ttiinc.com

Estonia
Tallinn
T: +372 664 81 00
E: sales.estonia@ee.ttiinc.com 

Finland & Baltic Region
Espoo
T: +358 98 94 65 200
E: sales.finland@fi.ttiinc.com

France
Brive
T: +33 (0) 5 55 92 92 93
E: sales.france@fr.ttiinc.com
Bron
T: +33 (0) 472 81 2030
E: sales.lyon@fr.ttiinc.com
Bruz
T: +33 (0) 2 99 77 60 84
E: sales.rennes@fr.ttiinc.com
La Ciotat
T: +33 (0) 442 84 4142
E: sales.marseille@fr.ttiinc.com
Montigny Le Bretonneux
T: +33 (0) 130 13 7380
E: sales.paris@fr.ttiinc.com

Germany
Berlin
T: +49 (0) 30 8877 40 200
E: sales.berlin@de.ttiinc.com 
Dortmund
T: +49 (0) 2301 91 304 0
E: sales.dortmund@de.ttiinc.com
Frankfurt
T: +49 (0) 6102 5999 100
E: sales.frankfurt@de.ttiinc.com
Hanover
T: +49 (0) 5 11 7 80 59 0
E: sales.hannover@de.ttiinc.com
Munich
T: +49 (0) 81 42 66 80 110
E: sales.munich@de.ttiinc.com
Nuremberg
T: +49 (0) 911 9520 0
E: sales.BDG@de.ttiinc.com
Pforzheim
T: +49 (0) 7231 14788 0
E: sales.stuttgart@de.ttiinc.com 

Hungary
Budapest
T: +36 1 40 22 111
E: sales.budapest@hu.ttiinc.com

Ireland
T: +353 (0) 21 480 8070
E: sales.ireland@ie.ttiinc.com

Israel/Ray-Q Ltd.
Airport City
T: +972 3 975 3333
E: sales@ray-q.com

Italy
Bologna
T: +39 051 632 1863
E: sales.milan@it.ttiinc.com
Civitanova Marche
T: +39 0733 81 8655
E: sales.milan@it.ttiinc.com
Florence
T: +39 (0) 55 094 63 76
E: sales.milan@it.ttiinc.com
Milan
T: +39 02 822 521
E: sales.milan@it.ttiinc.com
Naples
T: +39 081 71 48 661
E: sales.milan@it.ttiinc.com

Padova
T: +39 049 7802311
E: sales.milan@it.ttiinc.com
Rome
T: +39 0774 57 1302
E: sales.rome@it.ttiinc.com

Norway
Drammen
T: +47 (0) 92 66 87 66
E: sales.norway@no.ttiinc.com

Poland
Kwidzyn
T: +48 (0) 55 279 67 57
E: sales.poland@pl.ttiinc.com

Portugal 
Vila Nova de Famalicao
T: +351 252 493084
E: sales.barcelona@es.ttiinc.com 

Romania
Cluj Napoca
T: +40 (0) 264 439 103
E: sales.romania@ro.ttiinc.com

Russia
Saint Petersburg
T: +7 (0) 812 4962053
E: sales.russia@ru.ttiinc.com 

South Africa
Pretoria
T: +27 12 997 0504 
E: sales.southafrica@za.ttiinc.com

Spain 
Barcelona
T: +34 (0) 93 645 25 75
E: sales.barcelona@es.ttiinc.com
Madrid
T: +34 (0) 91 416 11 90
E: sales.madrid@es.ttiinc.com
Vizcaya
T: +34 (0) 94 623 25 80
E: sales.bilbao@es.ttiinc.com

Sweden
Gothenburg
T: +46 (0) 31 741 12 90
E: sales.gothenburg@se.ttiinc.com
Stockholm
T: +46 (0) 8 594 11 800
E: sales.stockholm@se.ttiinc.com

Switzerland
Baar
T: +41 (0) 41 76741 90
E: sales.swiss@ch.ttiinc.com

Egypt, Morocco & Tunisia
T: +216 (0) 71 862 693  
E: sales.tunis@fr.ttiinc.com

Turkey
Istanbul
T: +90 (0) 216 688 91 75 76
E: sales.turkey@tr.ttiinc.com

United Kingdom
Basildon
T: +44 (0)1268 498460
E: sales.essex@uk.ttiinc.com
High Wycombe
T: +44 (0)1494 460000
E: sales.london@uk.ttiinc.com
Manchester
T: +44 (0)161 947 0777
E: sales.london@uk.ttiinc.com
Stevenage
T: +44 (0)1438 794170
E: mil-aero@uk.ttiinc.com

Resellers or Distributors
TTI Connect - Europe
T: +49 8142 6680 168
E: service@tticonnect.com

European Sales Offices

Corporate Headquarters
TTI, Inc. 
2441 Northeast Parkway, Fort Worth, Texas 76106 U.S.A.

T:  +1 817 740 9000  |  F:  +1 817 740 9898 
E:  information@ttiinc.com

European Headquarters
TTI, Inc. 
Ganghoferstr. 34, 82216 Maisach-Gernlinden Germany

T:  +49 (0) 81 42 66 80 0  |  F:  +49 (0) 81 42 66 80 490 
E:  sales@de.ttiinc.com
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® ™

Contact TTI today to see  
what a true specialist can offer. 

ttieurope.com

TTI, Inc., – A Berkshire Hathaway Company


